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ABSTRACT 


The major problem addressed by this research is to investigate and implement the 
basic concepts necessary to lay the groundwork for efficient forms of motion planning, 
motion control, and gait algorithms with respect to hexapod walking machines. 

Specifically, the approach taken was to develop and implement the concepts of a 
stability margin and a joint space motion margin on an object-oriented representation of the 
_ Aquarobot. The model was generated in Franz Common Lisp and simulated via Allegro 
Common Windows. A method by which distance computations can be calculated and 
applied to the center of mass and triangular support pattern of a walking machine to 
determine the stability margin is introduced. Inverse kinematics and joint limits are 
utilized to ascertain the joint space motion margin of the model. Response to impending 
instability and the effect when a joint hits or approaches a joint kinematic limit on the 
motion of the hexapod walking machine by stopping the model is also addressed. 

The results are as follows: the concepts of the joint space motion margin and the 
stability margin can be successfully implemented on a kinematic model and graphical 
simulation of a hexapod walking machine. These concepts contribute to future work in the 


area of more efficient free gait algorithms, specifically asynchronous gait algorithms. 





vi 











I. 


I. 


Ii. 





TABLE OF CONTENTS 


INT RODU CIION eoosstersisteistannetas ieee aca aeein es ] 
A. BOURROBO Os csieccccssstesacenncuene sh ntectetietstaerseen oon eodee serait es ee tiata eesti: l 
Be. OAS acececacasececdzeuecteratataceuaee cess te couse lace oie since enemas eee ane 1 
Cy. “ORGANIZATION osc cecssedcaseeesctoencss csdatesinnst cen Gernate i entoaacei eas oes 2 
SURVEY OF PREV IOUS WORK, fccc cece ccewcsbropressiuiticionateoaadiaaideeuociosnreneleeieaehs 3 
A. WALKING MACHINES ............ Sicswisslspdeenneialdatesadoue tors caso weeracaed evecare eats hae 3 
1. General Electric Quadruped Transporter ..........ccccssssseseeseeceneserseeeeeeeees 3 

Z OSU and MGU Hexapod Walking Machines ........... cess ceesesssseeeeeeesenees 3 

3. OSU Adaptive Suspension Vehicle: ..s.c.cc.cc.cssccestiesciscsssconcaseenssesdecanesene 4 

B. KINEMATIC MODELS/MOTION CONTROL. ......ceccccceessesssrecessreesensenees 5 
1. PR POGEIOIG) wica5 sts eccs 851 ces testes ae tcataacesvelats'cs duosdbcoininaceeosenovttansace aecaens 6 

fs THe Support Pater cscs sass ctiaues ocaneunassstapeneeedecderasenadenseens stentaaeveesivriania ts 6 

D: Pie Stab ity War 19k xs cactecstencestegseea ten ctdeduss estasinensvvienasantacweps te eeceeaseees 7 

4. The: WOrKie: V OlUING: saci aesoeacacscccnsuscstiea swanptaanraiedenssaventapeneeattaeneencdes f 

5. The Temporal Kinematic Margin ..........sccsscsssesssesseessesseeessessaeesseeenees g| 

6. IMU OTN SE BAC Gir 4 ecaiie canind che caste patahansetensesenedveteusee tae censons anes esebe 9 

7 Existence Segment of a Foothold ................ccsssssscessssessseccesnsesenseesenanes 9 

8. Kinematic Maroin: s:iccccsienoonstieet.asth ante nceeeecsccenieeee eat 9 

9. SEADIMILY SC SMCME sass tens sented esieastaaresse Nine nsasielantaniensetteen tee tenenteoeaaerenec: 9 

10. Existence Segment of a Support Pattern ...........cessceesseesessreeestneeressaeeees 9 

11. Optimal Support Point Sequence ............cccsccsceseeetreetteeeseseteestrsonsresseees 9 

C.. ROUAROBOD © sccciccciacsiacettetseesacgsse cei venicatens dacs etssisneoeeeeaeeeaeeeeeetaar taste 10 
ike OTE LEY 18 (6) | eee nen ne OF oan rere REET tere Eee renee ee ee een ere ne re 10 

2 Control SOlw are .5:o40e iecesicieniecrendtns esters tetianeegerenceereamuntnee I] 

DD SSM YY poet crtevacceslecieses feet fascia dudes eias ceacyeeaeuasi select seawsea stk ett oencentanaens 11 
JOINT SPACE MOTION MARGIN ic sstissicies ciicesscccescaseseasissciscanetadiventsaetionteare’s 13 
Ae ‘PHYSICAL DESCRIPTION: sisigecastvcanesiteseiesscisactieisanti aunctesn pea esetentedaoees tons 13 
B; “THE KINEMATICS MODEL  wcccicssccaiscistencntesscsssstnntesteitiancics Geiss 14 
l. IR THCIIALICS > svessesazsuseecisaconnetsbeeveneecessite sess lat ceaduaneueieninesadeseunrenetsane eer ones 14 

ZL FORW ald Kine Mau icc sncicsveasedesetecceteepiadevapvesbansetah man oavsteiedneees teas 14 

3. THVEFSE KINCTIAUICS -jisirespsttiinctessensceetivsi dens aictenumersanneesnsberaanseaondeacenentensia 16 

C. JOINT LIMITS AND THE JOINT SPACE MOTION MARGIN ...............19 
| Pe (0) 13) a On 1 191 oem ee Merny r PRer serene ry reencnn rent eerrmer rrr tren er ce 19 

pm Joint Kimematic Margin .............csssssccsssssscresscsessseecenseessessesenssesereeeees 19 

3. Joint Space Motion Margin ..........:cccsceseseeseeneesterteseeeesesseseseeseessesenees 19 

a. change-posture-incremental ...........ccscesessseeeereeeresereetseesneseessteseness 20 

b. change-posture-incremental2 .........cceecessesseeseeneeesseneeeteseneeseeseneesens 20 

C. MOTION-COMPIetE ............cccsecescsssscressrerssenscsereesssneesassossseesessnersvasees 20 

d. re-initialize/re-initialiZe-leg ..............ccsssesscescsvsssecerercesssssssenanenaceess 20 

€. Calc-kimematiC-MaLgiN ............ccsescccssseeesescesevessseeesssssaeesessneeessssenasens 21 

f. print-kimematic-Margin ..........cccsscesseeseesteeseeteesaeeteeceneesesenesnerseseeenes 21 


vil 














@ KANE MatiIGaSALely = MAL CIN) anise Bswnss ea ensuseeciagaiagseoumeddatucteapeuecenomnneeaees 21 


Dt SUMMARY scssiieiincdcet isda eae nee: 22 

TV: STABUCTEY WEAR GUNG 5ceccisctesces scan tsiadecuahigeea eas ab iste sesesearnaceneemsdceodeasaateneens 23 
A. “THE STABIEIVY MARGIN siiccctreestiieet en cataeectere i otidiaermeaaes: 23 

im The Stability-Safety-Margin ........::.ccsssssssssosssssnreseccssevesessnseesnconerens 23 

B;.. -CABCULATING DISTANCE  scc.nccicinntecidemnmanenplieidse vere: 23 

C. IMPLEMENTING STABILID Y ccsesssescidivivccssccigussiassetrosetacssrttenaentaosroesvenceies 2] 

1. Applying Distance Calculations to the Kinematic Model ...............+. 27 

a. calc-tripod1-normals/calc-tripod2-normals ...........ccsccsesesereeeeeees 28 

b. calc-tripod 1 -distances/calc-tripod2-distances .........scseseseereeseeseeees 28 

©. Cale- Dod y=diStANCOS oissiejsegiscaisssseodsasnsancecosvocevsequncoencvanasadeleiaubpueitoekes 28 

2 Implementing the Stability Margin ............scssseesseeesesseeneseetseesseesens 29 

As Stability =MaCiM : scss.cdacesvospecacsausceaubieasseetastswesdeacesteauanseeloteesneeeasnesns 29 

Be Cale=Stability marin .ieccwsicsassvecsatanvatssuesosaasteacsacvennsdecenneananaucsenseeracn 29 

C. print-stability-margin-segMent ...........cscecescerereeeteesecteererseeesteseeeees 29 

Di.  “SUIMIVIAR YY seiissinecssisecagcact Corpses soaeencieer ile tecctesie cassnsdcesdteinstsagueeiamnenetee ne 29 

V. SUMMARY AND CONCLUSIONS ou... eccssccssssnserscssnsecensensstsassssssonsncesenenens 33 
Fe | SSCUIMEMOAR  Y siaci secs ste sete tales dten secon presen ores s haw bad gcse baterteestardiSimeteerescnctuine: 33 

B. SUGGESTIONS FOR FUTURE WORK. ........cccccccccssssesseeeseneeetsneeseeeeeenes 34 

1 Stability Margin Considerations for Convex Hull Support Patterns ....34 

oe Asynchronous Tripod Gait ...........:ccsssssessessesseereeeeesseeenersseenesssescnenenees 34 

CG. “CONCLUSIONS socccsaccorieccoopictineeshe tate westeitoesnrnidcacden sete eeearereetn tase 34 
APPENDIX A. LISP CODB .........sscccsssosevscsoscsccessseroserscoonsnesscsesensssensnssessssoscsssessonorssoreeses aD 
A.  TOAD-FICES Clic citi ronneieseseci ania ee nantomene ene oO 

B:.. STROBE-CAMERA (CD wesissssisceiccateiasascegessesicensesnusvaceoancecnee aver vaxgisvedaniereanes 36 

CE iol Ou @] Baumann erene arr nns terran ery emer nr rn on rnrrrpn remo renner er srr 4] 

|B es 1 0),'9 . 0 Go) Iapmmrenes rnner merece mann renee rrprrrenr erin PerrUreR rrr ney tinea Tr crn 42 

Ee. “RIGKID=BOD YC or. cececdechccasetecedetucestaasenes Gisvpasnecavia dee iannee sates ton masteesseatotnaeles 43 

EF. “ROBOT-KINEMA TICS .GUo wcgiccs cecasaitisteapicsiieielceactiasvasuenesvsnnersecceesseneoeerees 46 

Ge ROU AT ass athcce se scasea eecetnc lace tase svelte ese esvant tosutonsaeauapnaeencenttacess seve setantns nats 49 

H.  £AQUA-LEG.CL ooecceesccccsccsessccsesconcensocneacnscsssovsvecscasenessnesssoonsoacessenesenesesssoonsen® 57 

I. AOU AcIGIN KCI sosiinstacctentostscpaiensesceses aitsatea hetaienievescenensteceincaee mca edbian ede 60 

J. AQUA-INV-KINEMATICS..CL. .....ceccccsssssesseensesresnenseeteresensenensecneessneserones 62 
APPENDIX B. SAMPLE SIMULATIONS. .........eccccscssssesssecesseesesesneeeensnaeeessnesessssseensenes 65 
A. JOINT SPACE MOTION MARGINS. .........cceesccessseeeestneeeereeeeersnsenseees mined 

B. STABILITY MARGINS. .u00.......ccccssccssesccessescsssenssnscessresssseessesssonsaceessosencnaass 70 
LIST OF REFERENCES ...........ccccssscsosssccenssecsosscenecesssscccnsconssnrssssasensnaesonsassenasscasecesranseess 75 
INITIAL DISTRIBUTION LIST ........c:cccseccsssseseceessossensncneesseeessneesennesesceecsssassssserevensseees 77 


Vill 














Figure 1: 
Figure 2: 
Figure 3: 
Figure 4: 
Figure 5: 
Figure 6: 
Figure 7: 
Figure 8: 
Figure 9: 
Figure 10: 
Figure 11: 
Figure 12: 





LIST OF FIGURES 


UNG USE OG cis ccrcesaccettu mains anc sue tists staat con escnen cade coayptesiess etwall enon meas Z 
General Electric’s Quadruped Transporter .................. Coline omnia seieeem: 4 
OSU Bex apodV CRiCle ic, io .css civics evecccavatua ruse codon tvieroviasnsstataniatiasnn co deiesteess 5 
States of the Les Control Machine wicj.sescetasciccierasvonesstiastesscavaveveiactetealmarvens 7 
Support Patterns of a Quadruped Crawl Galt .0.......ccccsscccsseceeseceeseeeeeceeees 8 
Aquarobot’s Initial Simulation Configuration (Side View)............::css0008 15 
Aquarobot’s Initial Simulation Configuration (God’s Eye). .............0c0000 16 
Inverse Kinematic Calculations - Theta Luu... cc ecccccssscssrceesseeseeseseseeees 17 
Inverse Kinematic Calculations - Theta 2, Theta 3.............ccccccecessseseseeeseee 18 
Stability Mare in Overview iceisescccngecicseisisdess see edeckowessemcesuancceedeensnauaiess 24 
Distance Calculations for Aquarobot - Tripod 1.............cccesssccessessseceseees ne 
Example: Joint Space Motion and Stability Margins ...............ceesseeeeeeees 31 


1X 











ACKNOWLEDGMENT 


The author would like to thank Shirley Pratt for her guidance and patience in 
explaining many of the concepts behind the graphical simulation of Aquarobot and her help 
in debugging code. Thanks also go to Prof. Robert McGhee and Prof. Michael Zyda for 
their instruction and focus, without which this thesis would not have been possible. This 
work was supported, in part, by the National Science Foundation under Grant BCS- 


9109989 to the Naval Postgraduate School. 


Xi 





Xi 




















I. INTRODUCTION 


A. AQUAROBOT 


Developed under the auspices of the Port and Harbour Research Institute (PHRI) of 
Japan, the Aquarobot is a six-legged, “insect-type,” underwater walking machine [Ref. 1]. 
It was built as a prototype for a possible alternative to human divers involved in the 
construction of seawalls along that nation’s coast. Manpower costs required to operate 
Aquarobot as well as the low speeds associated with it, currently preclude Aquarobot as an 
economically viable option for the PHRI. The Naval Postgraduate School has created new 
control software to improve speed and efficiency, as well as a graphical simulator to test 
and evaluate this software before it is installed on the actual Aquarobot in Japan. Figure 1 


shows Aquarobot [Ref. 2]. 


B. GOALS 


The goal of this thesis is to investigate and implement various aspects of motion 
planning in the kinematic and graphical models. Specifically, the following issues will be 
addressed: 

1. How can joint kinematic margins and the joint space motion margin of a hexapod 

walking machine be calculated and implemented? 

2. How should the motion of a walking machine be affected when a joint hits or 

approaches the joint kinematic margin? 

3. How can stability margins be calculated and implemented on a walking | 

machine? 

4. What should happen when the walking machine approaches a stability margin? 
These questions are investigated and answered with respect to the Aquarobot. Experiments 


are conducted in Franz Common Lisp and simulated via Allegro Common Windows. 





Figure 1; Aquarobot 


C. ORGANIZATION 

Chapter II reviews previous work regarding walking machines, kinematics and the 
Aquarobot vehicle. Chapter III discusses the kinematics model as well as the theory and 
implementation of joint limits and the joint space motion margin. Distance calculations 
and stability margin considerations are addressed in Chapter IV. Chapter V draws 
conclusions and offers suggestions for further research and investigation. Coded 
implementations of these concepts can be found in Appendix A. Appendix B contains a 


demonstration of a simulation illustrating concepts developed in this thesis. 














Il. SURVEY OF PREVIOUS WORK 


A. WALKING MACHINES 


Walking machines offer several possible advantages over standard wheeled- 
locomotion for off-road transportation. Furst of all, these machines have the potential to 
traverse rough and uneven terrain more quickly than those vehicles normally utilized. 
Secondly, they can improve energy efficiency. And finally, they appear to provide far 
greater flexibility and mobility over rugged surfaces. These advantages have spurred 
research and development into efficient and effective models for legged-locomotion. [Ref. 


1] 


1. General Electric Quadruped Transporter 


One early effort was General Electric’s Quadruped Transporter in 1965. It carried 
a human operator to provide sensor and neural control. The operator manipulated each of 
the four legs via four “position following, force-feedback” levers, alternatively known as 
master-slave control. Each lever incorporated three degrees of freedom - two at the hip and 
one at the knee (Figure 2 [Ref. 1]). The Quadruped Transporter first walked successfully 
in 1968 and proved that machines can, in fact, achieve animal-like mobility. Intended for 
use as aresearch vehicle, it proved extremely difficult to operate, rather fuel inefficient, and 
impractical to use. It did, however, encourage additional research into the field of legged 


locomotion. [Ref. 1] 


2. OSU and MGU Hexapod Walking Machines 
In 1977, Ohio State University (OSU) and Moscow University (MGU) each 


unveiled hexapod walking machines with the purpose of studying various previously 
developed terrain-adaptive coordination algorithms. Both machines sought to address 
several of the larger problems encountered by the Quadruped Transporter. While each 


continued to make use of a human operator, each incorporated the notion of supervisory 








control. In accordance with this concept, the vehicle itself handled low level limb-control 
and coordination, while allowing the operator to concentrate on the general behavior and 
movement of the body of the vehicle with respect to speed and direction. [Ref. 1] 

The OSU Hexapod was digitally controlled in an indoor laboratory environment. 
Each of the Hexapod’s legs enjoyed three degrees of freedom (Figure 3 [Ref. 1]). The 
MGU Hexapod was controlled via a hybrid analog-digital computer. Both vehicles 


demonstrated the ability to execute complex maneuvers over rough terrain. 





“Fasure pa General Electric’ S a ii acouer 


3. OSU Adaptive Suspension Vehicle 

In 1981, OSU began construction of the Adaptive Suspension Vehicle (ASV) [Ref. 
1]. It also carried an operator who exercised supervisory control and utilized an onboard 
multiprocessor control computer to automate limb coordination and foot placement. It 
included a customized operating system as well as a self-contained, onboard power supply. 


Appropriate for outdoor use, it introduced an optical terrain scanner to generate a three 








dimensional elevation map of the terrain ten meters in front of the vehicle. This 


information was then used to detect and select viable footholds. [Ref. 5] 
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Figure 3: OSU Hexapod Vehicle 


| B. KINEMATIC MODELS/MOTION CONTROL 


[Ref. 1] reviews the concept of supervisory control. The primary question is how 
to divide the control task between an operator and computer. There are two basic 
| approaches: top-down versus a bottom-up approach. 


A top-down strategy is best suited to terrain where every point accessible to a 





swinging leg is appropriate for load-bearing. Otherwise, a bottom-up control mode is 
preferable. In this case, successive footholds are chosen based on both reachability and 
load-bearing capability. Terrain is divided into permitted and forbidden cells by virtue of 
the reachability and load-bearing criteria. Research in this area has been slowed by the 


need for suitable sensors and for additional work in the area of terrain classification. 











Inherent in motion coordination is the foot placement dilemma. While animals 
have the ability to dynamically balance, with just a few exceptions [Ref. 4], walking 
machines to date have had to rely on the concept of static stability. Under this system, legs 
are moved in such a way as to ensure that the vertical projection of the center of gravity 
remains inside the successive support patterns generated by those feet in contact with the 
ground. [Ref. 1] 

[Ref. 5] takes the concept of static stability and develops an effective rule-based 
motion coordination system for an ASV-type walking machine on rough terrain. This 
experiment utilizes a free gait algorithm as opposed to the more conventional tripod gait 
routinely encountered in ASV-type walking machines. Tripod gaits are often ill-suited to 
rugged and uneven terrain because the area under a particular leg may be unable to support 
the machine at any given instant. Free gaits allow real-time optimization of leg placement 
and sequencing to ensure stability and maneuverability given difficult terrain conditions. 

Leg control is based on the classification of foot motion into seven distinct states: 
ready, advance, descent, contact, support. lift, and return which define the “Leg Control 
Machine.” Ready, descent, and support are asynchronous. Advance, contact, lift, and 
return are synchronous (Figure 4 [Ref. 5]). Leg movements are planned by the “Leg Plan 
Machine.” The free gait coordinator sits at the top of the control hierarchy. It monitors the 
status of the walking machine and issues commands to control body and leg movements. 


(Ref. 5] offers the following definitions: 


1. A Foothold 
A foothold is a point on the terrain. It can be assigned to a leg while the leg is in 


the air. Once the foot of a leg is placed on the terrain, this foothold becomes the support 


point of the leg. 


2. The Support Pattern 
The support pattern is the convex hull of the vertical projections of all support 


points onto a horizontal plane. 




















3. The Stability Margin 


The stability margin of a support pattern is the shortest distance from the vertical 
projection of the machine’s center of gravity to any point on the boundary of the support 


pattern. If stable, the stability margin is positive. 

4. The Working Volume 

The working volume of aleg is a collection of points relative to the body which can 
be reached by the foot of that leg. 


5. The Temporal Kinematic Margin 


The temporal kinematic margin is the time remaining until a particular leg would 
reach the boundary of its working volume if a particular foothold were used as a support 


point. 


Advance 


Descent 


Support Contact 


Direction of body movement — 





Figure 4: States of the Leg Control Machine 


The static stability of a walking machine is determined by the position of the body’s 
center of gravity relative to the Support pattern. The body may. move only if its stability 


margin and the kinematic margins of its supporting legs are positive. The mobility of the 








vehicle may be improved by adjusting the support pattern or the position of the center of 
gravity with respect to the support pattern. Figure 5 [Ref. 1] provides an example. [Ref. 


5] outlines a similar approach for the general class of hexapod walking machines. 
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Phase 3: All Legs Supporting Phase 6: All Legs Supporting 





Figure 5: Support Patterns of a Quadruped Crawl Gait 


[Ref. 6] also discusses free gait algorithms and defines several additional concepts: 








6. Motion Trace 
The motion trace of a vehicle is the desired trajectory for the vehicle’s center of 


gravity. 


7. Existence Segment of a Foothold 
The existence segment of a foothold is the largest segment of the motion trace which 


allows a foothold to serve as a support point for a given leg of the vehicle. 


8. Kinematic Margin 


The kinematic margin for a foothold is the arc length along a motion trace from the 


center of gravity of the vehicle to the forward end of existence segment of the foothold. 


9. Stability Segment 
The stability segment of a support pattern is the largest segment of the motion trace 


such that when the vehicle’s center of gravity is on this trace, the vehicle is statically stable. 


10.Existence Segment of a Support Pattern 
The existence segment of a support pattern is a maximal segment of the motion 
trace where: 
a) the kinematic margins of all support points is greater than zero, and 
b) the locomotion system is statically stable. 
Movement of the vehicle along a motion trace is statically stable only if the existence 


segments of successive support patterns overlap. Such a support state sequence is 


considered to be feasible. 


11.Optimal Support Point Sequence 
An optimal support point sequence for motion along a motion trace is one such that: 
a) the support state sequence is feasible, and 


b) a specified criterion function is maximized or minimized. 








C. AQUAROBOT 


Research at the Naval Postgraduate School pertaining to the Aquarobot vehicle 
began in 1992 under a grant from the National Science foundation. Five M.S. theses and 
one Ph.D dissertation have focused on various aspects of this walking machine. The 


research conducted falls into two general categories [Ref. 7]: 


1. Simulation 

Simulation allows for creation of a virtual environment for testing control software 
before it is ever actually installed on Aquarobot. This saves production and 
implementation costs as well as improving design ease and efficiency. [Ref. 8] investigates 
the object-oriented representation of walking robot kinematics in CLOS and C++. It 
outlines the first stage in the development of a graphical simulation of the Aquarobot. The 
forward kinematics model is based on the modified Danevit-Hartenberg method [Ref. 13] 
of joint representation. - 

(Ref. 2] develops a 3-D visual simulator to render Aquarobot in real-time. This 
graphical model is a highly detailed and more realistic replacement for the stick-figure 
animation introduced in [Ref. 8]. It utilizes the Silicon Graphics toolkit, Performer, and 
tests ground detection and foot placement algorithms. 

[Ref. 9] discusses the feasibility of dynamically modelling Aquarobot with respect 
to real-time simulation. Based upon the kinematics model implemented in [Ref. 8], it also 
expands this model to include inverse kinematics and physically based modelling 
techniques. It makes use of springs and dampers in lieu of joint actuators for the initial 
study, then develops a joint actuator simulation model intended to eventually replace the 
springs and dampers. 

[Ref. 10] takes the physical dynamics simulation model further. It introduces a 
complete and unsimplified representation of the dynamic forces found in Aquarobot’s 


natural operating environment, including hydrodynamic forces. Though unlikely to run in 





real-time using typical graphics processors, it offers baseline data for comparison to the 


more simplified dynamics model addressed in [Ref. 9]. 


2. Control Software 


[Ref. 11] presents an algorithm for an alternating tripod gait with path planning for 
smooth leg motion while walking on flat terrain. Three legs are moved together and the 
body moves only when all feet are on the ground. [Ref. 12] develops a wave gait algorithm 
which allows control of individual legs while maintaining the fluid trajectory of the body. 
This approach makes optimal use of the range of motion for the legs while ensuring a 


sufficient margin of stability. 


D. SUMMARY 
To date, walking robots have had limited practical application even though their 
development has progressed to the point where the most advanced models enjoy 18 


independently controlled degrees of freedom. Anticipated improvements in 





microcomputer coordination of joint motions to increase agility and in mechanical power 
distribution to lower fuel consumption are expected to have a positive effect on future 
innovation [Ref. 1]. However, the complexity of the leg coordination and control problem, 
the need to further develop and understand appropriate gait algorithms, as well as cost 
considerations, continue to hamper realistic implementation of these machines [Ref. 7]. 
The remainder of this thesis will address the concepts of joint space motion margins 


and stability margins as they relate to motion control and Aquarobot. 
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Il. JOINT SPACE MOTION MARGIN 


The focus of this chapter and the next is to further investigate stability and joint 
space motion margins as they apply to Aquarobot in order to provide a basis for future 
investigation of control systems and gait algorithms pertaining to hexapod walking robots. 
Experiments are conducted in Franz Common Lisp using Allegro Common Windows for 
graphical output. Lisp provides an effective, easily understood method by which to 
prototype and implement the kinematic model and control systems associated with 


Aquarobot. 


A. PHYSICAL DESCRIPTION 

Aquarobot is an underwater walking robot, also known as a Remotely Operated 
Vehicle (ROV), equipped with six “insect-type” legs and a video camera arm. Each leg 
and the camera arm have three rotary joints comprising a total of three degrees of freedom 
per limb. Each joint is moved by computer input to a DC motor which controls a reduction 
gear attached to the joint. Disc-shaped footpads are attached to each leg by a ball joint. 
These footpads are not manipulated directly, but instead are oriented by the effects of 
gravity, the nature of the terrain encountered, and hydrodynamic forces. The robot is 
intended to move according to a path determined by navigational beacons utilizing a 
stepping sequence calculated by a control station located at the surface. Pressure sensitive 
sensors located on the lower limb segments gather depth data. Information is passed back 
and forth via a tether connecting the control station to Aquarobot. [Ref. 8] 

Aquarobot currently operates under the control of a wave gait algorithm which 
allows manipulation of individual legs while maintaining a fluid trajectory of the body. 
Additionally, an alternating tripod gait has been developed with path planning for smooth 
leg motion while walking on flat terrain. Both of these control schemes are synchronous, 
i. e., lifting and placing of feet occurs according to a fixed time schedule, independent of 


body velocity. [Ref. 9] 
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B. THE KINEMATICS MODEL 


1. Kinematics 
Kinematics is “the science of motion which treats motion without regard to the 


forces which cause it” [Ref. 8]. 


2. Forward Kinematics 

Forward kinematics calculates the position and orientation of the links of a limb 
using azimuth, elevation, and roll angles and link lengths [Ref. 13]. The position of the 
end-effector, or free end of a limb, may be calculated based upon the joint orientation 
angles given as parameters. 

The Lisp representation of Aquarobot is defined and maintained within an object- 
oriented hierarchy where a user defined type rigid-body sits at the top. Aquarobot, itself, 
is also defined as a top level class and is made up of the parts aquarobot-body and links 
which are all rigid-bodies. Additionally, a class strobe-camera of type rigid-body has been 
developed to generate a graphical simulation of the Aquarobot model. The strobe-camera 
body coordinate system is such that the positive Z-axis is out the bottom of the camera, the 
positive Y-axis is to the right, and the positive X-axis points along the camera optical axis. 
In pontrake the Common Windows graphics window used to display camera images adopts 
the usual graphics convention with the positive Y-axis up, the X-axis to the night, and the 
Z-axis pointing out of the screen. 

Much of the forward kinematics model used in this thesis is based upon the model 
developed in [Ref. 8]. Each of Aquarobot’s six legs consist of a set of four connected links. 
The first link, link 0, is an imaginary link that extends from the center of the body to the 
point where the leg attaches to the body. Link 1, link 2, and link 3 make up the actual 
physical representation of the leg. | 

The Danevit-Hartenberg method is used to calculate the cumulative effect of joint 
motion on the set of links constituting the leg. Under this method, a transformation-matrix 


is used to delineate the position of the inboard joint of a link relative to the outboard joint 
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of the link. The inboard joint associated with a link is that joint closest to a specified 
reference body. The outboard joint is the joint closest to the end effector. The coordinate 
origin for a link is at the outboard joint and is aligned so that a joint rotation is equivalent 
to a z-axis rotation. The transformation matrix is called an A-matrix and its parameters are 
link length, link twist, inboard joint offset, and inboard joint angle as inputs. To transform 
a joint, all preceding and current link transformation matrices must be multiplied together. 
[Ref. 8] 

Homogeneous, or H-matrix, transformations redefine body coordinates to world 
coordinates and are applied top-down within the rigid-body component hierarchy. When 
Aquarobot’s body moves, its coordinate system is redefined to the world coordinate system 
and the effect of the body’s motion is propagated down the links of the legs via the 
respective H-matrices. In this manner, kinematics allows foot position to be calculated 
using successive matrix transformations. [Ref. 8] 

Figures 6 and 7-show the initial configuration of Aquarobot as simulated in this 


project. Solid circles indicate supporting legs. 
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Figure 6: Aquarobot’s Initial Simulation Configuration (Side View) 
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Figure 7: Aquarobot’s Initial Simulation Configuration (God’s Eye). 


3. Inverse Kinematics 

Inverse kinematics calculates the joint orientation angles when position and 
orientation are known [Ref. 8]. If the position of inboard end of the limb is known, and 
the position of the end-effector is known, then the limb joint angles can be computed. 

The inverse kinematics utilized in this thesis are outlined in [Ref. 9]. While the 
forward kinematics model provides a means by which to calculate foot position given body 
position and joint angles, the inverse kinematics model allows determination of joint an gles 
given body and foot positions. Again, this model takes advantage of the Danevit- 
Hartenberg method to calculate cumulative transformations. 

The joints angles to be solved for are denoted as theta 1, theta 2, and theta 3. Theta 
1 is measured as a Z-axis rotation from the X-axis where the joint serves as the origin. This 


is shown in Figure 8 and the angle is calculated as [Ref. 9]: 
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Figure 8: Inverse Kinematic Calculations - Theta 1 


To compute theta 2 and theta 3, joint 2 serves as the coordinate origin and, from 


Figure 9 [Ref. 9], apply the Law of Cosines 


a =h He eee (3.2) 


to generate the required angles as follows [Ref. 9]: 


2 2 p ? 
Li,+c -L | 
= acos 23 — asin End (3.3) 
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and, 


9.,>= acos | ———_————- | - 7 (3.4) 





Figure 9: Inverse Kinematic Calculations - Theta 2, Theta 3 


In order to ensure that no joint is rotated thorough a singular condition and that no 
leg is programmed to do something it is physically incapable of doing, constraints have 
been added to the inverse kinematics model whereby the distance between joint 2 and the 
foot (called hyp) cannot be greater than the sum of link length 2 (L2) and link length 3 (L3) 
or less than the difference between the two link lengths. If hyp exceeds these thresholds, 


theta 2 and theta 3 are set to either the joint minimum or maximum, whichever is applicable. 
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C. JOINT LIMITS AND THE JOINT SPACE MOTION MARGIN 


When the body of a walking machine such as Aquarobot is moved in any way, the 
consequences of such a movement need to be accounted for, planned for, and acted upon 
with respect to the remainder of the model. The effect of the structural capabilities of the 
body, legs, and joints on the overall motion of the model must be considered individually 
and pursuant to the total model in order to accurately effect the kinematics involved. 


Specifically, the joint space motion margin and the stability margin must be explored. 


1, Joint Limit 

A joint limit is the upper or lower bound on the angle of rotation associated with a 
joint. 

Each of the four links which constitute a leg in the Aquarobot kinematics model has 
a joint associated with it. Each of these joints has a minimum and maximum joint angle 
which limits the motion of the joint. This constrains movement of the leg associated with 


the joint as well as the body. 


2. Joint Kinematic Margin 

The joint kinematic margin is the distance in degrees until a joint reaches its 
minimum - maximum joint limit. Both the distance to the minimum and the maximum 
joint limit must be calculated for each joint of each leg. The smaller of these two distance 


calculations serves as the joint kinematic margin for the specified joint of the specified leg. 


3, Joint Space Motion Margin 

The joint space motion margin is the minimum joint kinematic margin among all 
joint kinematic margins which comprise the model. It must be taken into consideration and 
accounted for whenever motion is called for. 

This requirement is addressed with respect to Aquarobot by the procedure change- 
posture-incremental which sits at the top of a functional and object-oriented hierarchy and 


works downward as follows: 
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a. change-posture-incremental 

Change-posture-incremental is a top level function which takes as its 
input an aquarobot object and an increment list. The increment list consists of the 
translational amounts and rotation angles the body of the robot is to be moved by. The 
purpose of change-posture-incremental is to ensure both the joint space motion margin 
and stability margin of the model are not exceed before any type of movement by any 
portion of the Aquarobot is allowed. To this end, change-posture-incremental calls 


change-posture-incrementalz2. 


b. change-posture-incremental2 

Change-posture-incremental2 is responsible for ensuring that the model 
is in a state from which movement is allowed and if so, generating the requested movement. 
Motion is accomplished by moving the body of Aquarobot as specified in the increment 
list, maintaining the current foot position of those legs which belong to the current support 
pattern, and adjusting leg joint angles accordingly. This function calls the functions 


motion-complete, re-initialize, and move-incremental. 


c. motion-complete 

Motion-complete checks the status of all limb motion-complete-flags. Ifa 
flag is equivalent to nil, one or more links which constitute the leg have reached a joint- 
limit. Any further movement of that joint and the model as a whole is precluded. If all 


flags are true, movement from the current state is possible. 


d. re-initialize/re-initialize-leg 

Provided a motion is a viable one, the Aquarobot’s body is moved in 
accordance with the increment list by the function move-incremental. If a leg is part of 
the support pattern, it is then adjusted by the function re-initialize which calls the lower 
level function re-initialize-leg. The leg maintains its current foot position via a call to 


aqua-inv-kin. This function calculates the new joint angles for the leg based on the current 
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foot position and the new body position and orientation. If a leg is not part of the support 
pattern, a call to initialize-leg moves the leg with the body in accordance with the 
increment-list and the leg’s current configuration. 

Once all joints and legs have been checked and adjusted as necessary, and 
the Aquarobot’s position and orientation revised if appropriated, either an error message is 
printed if a joint kinematic margin has been reached anywhere in the model or the joint 


space motion margin is calculated by a call to calc-kinematic-margin. 


e. calc-kinematic-margin 

Calc-kinematic-margin evaluates all joints to determine which has the 
smallest distance remaining to a minimum or maximum joint limit among those legs which 
constitute the support pattern. It accomplishes this via calls to calc-kinematic-margin- 
leg, which evaluates the joint kinematic margins for a specific leg. Calc-kinematic- 
margin-leg calls calc-kinematic-margin-link, which calculates the actual joint kinematic 


margin for each joint. 


f. print-kinematic-margin 

Print-kinematic-margin outputs the joint space motion margin if the joint 
space motion margin has not yet been reached. If it has been reached, the functions print- 
error-kmargin-joint, print-joint-limit-leg, and print-joint-limit-link return the legs and 


joints which have reached their limits. 


g. kinematic-safety-margin 

The purpose of the kinematic-safety-margin is to provide the model with 
a user defined cushion or reaction time prior to reaching the actual joint space motion 
margin. It is set by a call to the function specify-safety-margins. The kinematic-safety- 


margin is in degrees. The default value is zero. 
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D. SUMMARY 

This chapter introduces the notion of the joint space motion margin. The joint space 
motion margin of a walking machine utilizes the simulation model and inverse kinematics 
to calculate viable movements for the joints which constitute the leg model and the model 
for the vehicle as a whole. So long as a joint minimum or maximum has not been reached, 
motion is possible. The joint space motion margin keeps track of the joint distance closest 
to approaching a joint minimum or maximum. This ensures that the system simulates only | 
those movements it is realistically capable of achieving, allows the model to react to an 
impending limit appropriately, and provides a first step toward creating useful and effective 
gait algorithms for the actual vehicle. The next step in simulating realistic motion is 
defining and implementing the concept of a stability margin for the vehicle. This is 
discussed in the next chapter. 

Lisp code which generates the joint space motion margin and simulation is found 
in Appendix A. A sample of the graphical simulation demonstrating joint space motion 
margin calculations and representations can be found in Appendix B. An excerpt from that 


simulation is found in the next chapter. 
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IV. STABILITY MARGINS 


In addition to the joint space motion margin, the stability margin must also be taken 
into account in this simulation of kinematic movement by a walking machine. This is to 


prevent motion which would result in Aquarobot overturning due to static instability. 


A. THE STABILITY MARGIN 
The stability margin is the shortest distance from the center of mass of a body to an 


edge defined by a support pattern. 


1. The Stability-Safety-Margin 


The purpose of the stability-safety-margin is to provide the model with a user 
defined cushion or reaction time prior to reaching an actual zero stability margin. It is set 
by a call to the function specify-safety-margins. The stability-safety-margin is in 


centimeters. The default value is zero. 


B. CALCULATING DISTANCE 


The first step in calculating the stability margin is to develop a method to compute 
the distance from a point to a line. To begin with, the equation of a plane (a line in the two 


dimensional case) can be defined as 


nex=d (4.1) 


where d is the distance of the line from the origin, n is the unit normal vector directed away 
from the origin, and x is any point on the line. Therefore, d is greater than or equal to zero. 


Given Equation (4.1), and the fact that for any point x), on or off a line, L, 


hex,=d, (4.2) 
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then, 


Ad =d,-d (4.3) 


where the change in dis the distance of x, from L. As shown in Figure 10, if the change in 


d is greater than zero, x; is on the opposite side of L from the origin. 





Figure 10: Stability Margin Overview 








Now, given any two points defining L, 
> > 
xX, en = d (4.4) 


d (4.5) 


> > 
xX, en 


we can solve for the unknown values as follows. Subtracting Equation (4.5) from 


Equation (4.4) results in 


(, ot en =0 (4.6) 
or 
AteR=0 (4.7) 
In component form, this is 
> T 
AX = (AxAy) (4.8) 
SO, 
be 
(AxAy)| *|= 0 (4.9) 
y. 
or 
Axn,+ Ayn. =0 (4.10) 
x y 
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Thus, 


Axn. = —Ayn (4.11) 
x y | | 


We now have three cases to consider with regard to the change in x and the change 


iny along the line, L: 





Case 1: Ar=0->n, = 0O->n, =! (4.12) 
Case?: Ay=0-> n= Q0—- n= +] (4.13) 
n 
A 
Case3: *_ oy (4.14) 
Case3 Ax #0, Ay #0 n, re 


In case 3, we impose the further constraint that 


a + ae l (4.15) 
Xx y 


so that, using n’y = 1, n’, =-Ay/Ay, normalization produces the result 


—Ay/ Ax 


in = ——————_— (4.16) 
41+ (Ay/Ax) 
Tn = a (4.17). 


V1 + (Ay/Ax)? 


The normal vector and position vector are then applied to compute distance to Las 


d= Rok, (4.18) 
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If dis less than zero, reverse the sign of both components of n and recompute. This resolves 
the sign ambiguity. Finally, having solved for d and n, apply Equation (4.3) to compute the 
distance of any point from any line. This, then, is applied to the kinematic model to solve 
for stability margins. If dis equal to zero, the normal is confined to a right half plane so 


that x component values are positive. Correspondingly, positive values for n, and n, are 


chosen for horizontal and vertical lines respectively. 


C. IMPLEMENTING STABILITY 


1. Applying Distance Calculations to the Kinematic Model 


Application of the distance calculations to Aquarobot is accomplished by dividing 
the legs into two sets of tripods: tripod 1 and tripod 2. Tripod 1 consists of leg 1, leg 3, 
and leg 5. Tripod 2 consists of leg 2, leg 4, and leg 6. To begin with, lines are calculated 
between adjacent feet in the tripod designated the supporting-tripod or support pattern as 


illustrated for tripod 1 in Figure 11. 





Figure 11: Distance Calculations for Aquarobot - Tripod 1 
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The goal is to ensure that Aquarobot’s center of mass, or /ocation, remains inside 
the triangle generated by the supporting-tripod. In other words, given the current-foot- 
position of the legs which constitute the supporting-tripod and the position of the center of 
mass, it is necessary to establish if the center of mass lies inside the support pattern. This 
can be determined by comparing the sign of d for the center of mass to that of the vertex 
which is off the line. This is done for all three vertices and all three lines which constitute 
the support pattern. If the signs are the same, the center of mass is inside the supporting- 
tripod. If the signs are different, the center of mass lies outside the supporting-tripod. 

The distance calculations are implemented within the kinematic model and 


simulated as follows: 


a. calc-tripod1-normals/calc-tripod2-normals 

Calc-tripod1-normals and calc-tripod2-normals return the normals of the 
current supporting-tripod - either tripod 1 or tripod 2. The normals are calculated for the 
line formed by adjacent legs based on the legs’ current foot position in accordance with the 
calculations outlined in Equations (4.12) through (4.17) above. Normals are returned for 


all three line segments which constitute the tripod. 


b. calc-tripod1 -distances/calc-tripod2-distances 

Calc-tripod1-distances and Calc-tripod2-distances takes the normals 
returned by calc-tripod1-normals/calc-tripod2-normals and computes the distance from 
the origin to the lead leg of each tripod line segment which constitutes the supporting- 
tripod. Cale-tripod1-distances/calc-tirpod2-distance obtain the distance to each tripod 


line segment in the supporting-tripod as outline in Equation (4.18). 


c. calc-body-distances 
Calc-body-distances computes the distance of Aquarobot’s body’s center 


of mass from the origin utilizing the Aquarobot’s location, or center of mass position, and 
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the normals found for each tripod line segment in the supporting-tripod as outline in 


Equation (4.18). 


2. Implementing the Stability Margin 
Once distance calculation considerations have been addressed, the stability margin 


of the model may be calculated. This is accomplished by stability-margin as follows: 


a. stability-margin 

Stability-margin sets Aquarobot’s instability-flag based on the results of 
a call to cale-stability-margin. It is set to true if a stability margin has been reached or 
exceeded and false if the stability margin has not been reached. A stability margin has been 


exceeded if the value computed by calc-stability-margin is less than zero. 


b. calc-stability-margin 

Calc-stability-margin determines the smallest distance from the center of 
mass of the body to a line segment in the support pattern by finding the difference between 
body distance returned by calc-body-distances and the tripod line segment distances | 


returned by calc-tripod1-distances/calc-tripod2-distances as outlined in Equation (4.3). 


c. print-stability-margin-segment 

Print-stability-margin-segment prints the stability margin if the 
Aquarobot is in a stable state or returns the side of instability if it is in an unstable state via 
calls to side-of-instabillity1, side-of-instabillity2, list-stability-margins1, list-stability- 


margins2, and calc-stability-margin. 


D. SUMMARY 

This chapter introduces the notion of a walking machine’s stability margin. It 
develops a means to calculate the distance of the body’s center of mass to each edge of a 
tripod support pattern, to ascertain whether a requested movement maintains the overall 


system stability of the vehicle. So long as the center of mass lies inside the triangular 
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support pattern, the vehicle is stable and motion is possible. The stability margin keeps 
track of the distance to the closest edge constituting the tripod support pattern. This ensures 
that the system simulates only realistic movement, allows the model to react to impending 
instability, and is necessary to creating useful and effective gait algorithms for the actual 
vehicle. 

The Lisp code necessary to jpeaent the stability margin calculations outlined 
here can be found in Appendix A. Figure 12 shows an excerpt of a simulation of the 
stability margin calculations implemented in this thesis. The entire sample simulation of 


stability and joint space motion margins is found in Appendix B. 
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Figure 12: Example: Joint Space Motion and Stability Margins 
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V. SUMMARY AND CONCLUSIONS 


A. SUMMARY 


This thesis has explored the concepts of the joint space motion margin and the 
stability margin with respect to hexapod walking machines. It begins with a brief survey 
of previous work accomplished in the ee of walking machines, motion control, and the 
Aquarobot vehicle. Ground-breaking research conducted on early walking machines such 
as the General Electric Quadruped Transporter, the OSU and MGU Hexapod Walking 
Machines, and the Adaptive Suspension Vehicle is reviewed. Previous contributions to and 
fundamental concepts associated with kinematics and motion control are outlined, offering 
prerequisite definitions and the basic ideas necessary for further investigation. Prior 
research pertaining to the Aquarobot is discussed in detail. This research falls into two 
general categories: simulation and control software. A detailed physical description of the 
actual Aquarobot is provided as well. 

After a thorough review of the kinematics model - both forward and inverse 
kinematics - the notion of a joint space motion margin and the associated concepts of joint 
limits and joint kinematic margins are defined. In short, the joint space motion margin of 
a walking machine is the minimum distance in degrees until some joint hits a joint limit 
chosen from among all joints comprising the kinematic model. How these concepts were 
applied to a simulation of Aquarobot in Franz Common Lisp/Allegro Common Window is 
reviewed in detail. 

Finally, the idea of a stability margin associated with a walking machine is 
introduced after a detailed discussion of distance calculations and related considerations. 
The manner in which these computations can be specifically applied to Aquarobot’s center 
of mass and triangular support pattern to determine if the center of mass lies inside the 
support pattern and therefore stable is fully outlined. How this method can be implement 


in Common Lisp/Common window 1s reviewed as well. 
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B. SUGGESTIONS FOR FUTURE WORK 


This thesis provides a foundation for additional work in the following areas: 


1. Stability Margin Considerations for Convex Hull Support Patterns 


Current stability margin calculations apply only to a triangular, tripod-type support 
_ pattern. This idea, however, can be extended to encompass more complex, convex hull 
support patterns [Ref. 1] consisting of a greater number of footholds. This can be 
accomplished by comparing theoretical projections of the center of mass of the vehicle to 


the edges of a support pattern and calculating the minimum distance from this point to any 


such edge. 


2. Asynchronous Tripod Gait 

The model developed here can be extended to solve for an existence segment 
associated with the support pattern. The existence segment can be computed by assuming 
the body velocity does not change and then projecting the motion of the body forward until 
a stability margin or joint kinematic margin is reached. This model can be utilized as part 
of a super real-time simulation control method. The information obtained from the 
existence segment could then be used to produce an asynchronous tripod gait in which 


tripods would be exchanged only when required by kinematic or stability considerations. 


C. CONCLUSIONS 

This thesis has defined, implemented, and simulated stability and joint space 
motion margins in Franz Common Lisp/Allegro Common Windows for the Aquarobot 
vehicle. It has provided a methodology which allows the incorporation of these concepts 
into a kinematic model for any hexapod walking machine. It has succeeded in laying basic 
groundwork for future experiments in motion control, motion planning, and efficient gait 


algorithms for those class of vehicles. 
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APPENDIX A. LISP CODE 


This appendix contains the LISP code for all results pertaining to Aquarobot generated 


in this thesis. 


A. LOAD-FILES.CL 


0 Mee ae fe fe fe ae he ah 2Fe fe fe ae 2k fe fe a 2h a 2h fe fe afc 2h 2c 2h fe 242i ake 2c af 2h 2c 2h af 2 yc 2h fe hc afc afc oie ke ofc 2h 2c fe 2h ak ik oie ie 2k fe ak 2k 2k 2c 


‘Load-files.cl loads in all files associated with and necessary for the 


; kinematic simulation of Aquarobot as outlined in this thesis. 
eERELEELLLEELEEL EEE LALE EELS ES ELAR ALLELE EAE LEE CELE ELEN 


(defun load-aqua () 
(load “‘strobe-camera.cl”) 
(load “‘misc.cl’”) 
(load “‘link.cl’”’) 
(load “rigid-body.cl”) 
(load “robot-kinematics.cl”) 
(load “aqua.cl”) 
(load “‘aqua-leg.cl”) 
(load “aqua-link.cl”) | 
(load “‘aqua-inv-kinematics.cl’”)) 


(defun compile-aqua () 
(compile-file “strobe-camera.cl”) 
(compile-file “misc.cl”) 
(compile-file “link.cl’”) 
(compile-file “‘rigid-body.cl”) 
(compile-file “robot-kinematics.cl”) 
(compile-file “aqua.cl”) 
(compile-file “aqua-leg.cl”) 
(compile-file “aqua-link.c!”) 
(compile-file “aqua-inv-kinematics.cl”)) 


(defun load-compiled-aqua () 
(load “‘strobe-camera.fasl”) 
(load “misc.fas]”) 
(load “link.fas!”) 
(load “rigid-body.fasl”) 
(load “robot-kinematics.fas!”) 
(load “‘aqua.fasl’”’) 
(load “‘aqua-leg.fas!”) 
(load “aqua-link.fas!”) 
(load “‘aqua-inv-kinematics.fas!’”)) 
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B. STROBE-CAMERA.CL 


0 3 Ke 2Fe he he fe fe 2k 2c fe fe fe 2k 2s 2c 2 ic 2h 2s ok fc a 2h 2 24 2c is fe fs 2 fe fe ofc aie fe oie ak a fe fe oie ie ake fe fe 2g 2h ic 2 2c ok oie ge ke 


‘Strobe-camera.cl contains the code necessary to generate a graphical 
; representation of Aquarobot. 
This code was written by Prof. McGhee and modified by the author. 


- All modifications are annotated with **. 
0 RCC 2c He ake 2c ee 3 3 ok ofc of oi hc sf of afc ic ok af ofc oe af ke He ie ofc ofl ofc oi ote ik 2h 2k hc ofc of fe oc ofc ke of ofc 2k ok 2k ok fe 2h 2c ok hc ok eo 


(require :xcw) 
(use-package :cw) 
(cwrinitialize-common-windows) 


(defclass strobe-camera (rigid-body) 
((focal-length 
:accessor focal-length 
‘initform 6) 
(camera-window 
‘accessor Camera-window 
‘initform (cw:make-window-stream :borders 5 
‘left 500 
sbottom 500 
:width 300 
‘height 300 
‘title “strobe-camera-image” 
sactivate-p t)) 
(H-matrix 
‘initform (homogeneous-transform 0 0 0 -300 0 0));** 
(inverse-H-matrix 
‘accessor inverse-H-matrix 
‘initform (inverse-H (homogeneous-transform 0 0 0 -300 0 0)));** 
(enlargement-factor 
accessor enlargement-factor 
sinitform 30))) 


(defun create-camera-1 ();;** 
(setf camera-1 (make-instance ‘strobe-camera)) 
(queue-mouse camera-1)) 


(defmethod queue-mouse ((camera strobe-camera));;** 
(cw: modify-window- -stream-method (camera-window camera) :left-button-down 
safter ‘mouse-handier) 
(cw:modify-window-stream-method (camera-window camera) 
:after ‘mouse-handler) :middle-button-down 
(cw: modify-window-stream- -method (camera-window camera) :right-button-down 
:after “mouse-handler)) 
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(defun mouse-handler (wstream cw:mouse-state &optional event);;** 
(format t “In mouse-handler button: ~a~%” (mouse-button-state)) 
(cond ((eql (cw:mouse-button-state) 128) ; Left-click | 

(format t “Mouse Event: Left-click: translate+x~%”’) 
(change-posture-incremental aqua-1 ‘(0 00 100 0))) 

((eql (cw:mouse-button-state) 129) ; Left-click & CNTRL key 
(format t “Mouse Event: CNTRL+Left-click: rotate+x~%”) 
(change-posture-incremental aqua-1 ‘(0 0 .1 00 0))) 

((eql (cw:mouse-button-state) 144) > Left-click & SHFT 
(format t “Mouse Event: SHFT+Left-click: translate-x~%”) 
(change-posture-incremental aqua-1 ‘(0 0 0 -10 0 0))) 

((eql (cw:mouse-button-state) 132) > Left-click & ALT 
(format t “Mouse Event: ALT+Left-click: rotate-x~%”’) 
(change-posture-incremental aqua-1 ‘(0 0 -.1 0 0.0))) 

((eql (cw:mouse-button-state) 64) ; Middle-click 
(format t “Mouse Event: Middle-click: translatety~%”) 
(change-posture-incremental aqua-1 ‘(0 00 0 10 0))) 

((eql (cw:mouse-button-state) 65) ; Middle-click & CNTRL key 
(format t “Mouse Event: CNTRL+Middle-click: rotatety~%”) 
(change-posture-incremental aqua-1 ‘(0 .10000))) 

((eql (cw:mouse-button-state) 80) ; Middle-click & SHFT 
(format t “Mouse Event: SHFT+Middle-click: translate-y~%”) 
(change-posture-incremental aqua-1 ‘(0 00 0 -10 0))) 

((eql (cw:mouse-button-state) 68) * Middle-click & ALT 
(format t “Mouse Event: ALT+Middle-click: rotate-y~%”) 
(change-posture-incremental aqua-1 ‘(0 -.1 00 0 0))) 

((eql (cw:mouse-button-state) 32) ; Right-click 
(format t “Mouse Event: Right-click: translate+z~%”) 
(change-posture-incremental aqua-1 ‘(0 0 0 0 0 10))) 

((eql (cw:mouse-button-state) 33) ; Right-click & CNTRL key 
(format t “Mouse Event: CNTRL+Right-click: rotate+z~%”) 
(change-posture-incremental aqua-1 ‘(.1 00000) 

((eql (cw:mouse-button-state) 48) ; Right-click & SHFT 
(format t “Mouse Event: SHFT+Right-click: translate-z~%”’) 
(change-posture-incremental aqua-1 ‘(0 0 0 0 0 -10))) 

((eql (cw:mouse-button-state) 36) ; Right-click & ALT 
(format t “Mouse Event: ALT+Right-click: rotate-z~%”) 
(change-posture-incremental aqua-1 ‘(-.1 00 0 0 0))) 

(t (format t “Invalid Mouse Event~%”)))) 


(defmethod move-object ((camera strobe-camera) azimuth elevation roll x y z) 
(setf (H-matrix camera) (homogeneous-transform azimuth elevation roll x y z)) 
(setf (inverse-H-matrix camera) (inverse-H (H-matrix camera)))) 


(defmethod take-picture ((camera strobe-camera) (body rigid-body)) 
(let ((camera-space-node-list (mapcar #’ (lambda (node-location) 
(post-multiply (inverse-H-matrix camera) node-location)) 
(transformed-node-list body)))) 
(dolist (polygon (polygon-list body)) 
(clip-and-draw-polygon camera polygon camera-space-node-list)))) 


(defmethod erase-window ((camera strobe-camera)) 
(cw:clear (camera-window camera))) 
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(defmethod clip-and-draw-polygon 

((camera strobe-camera) polygon node-coord-list) 

(do* ((initial-point (nth (first polygon) node-coord-list)) 
(from-point initial-point to-point) 
(remaining-nodes (rest polygon) (rest remaining-nodes)) 
(to-point (nth (first remaining-nodes) node-coord-list) — 

(if (not (null (first remaining-nodes))) 
(nth (first remaining-nodes) node-coord-list)))) 
((null to-point) 
(draw-clipped-projection camera from-point initial-point)) 

(draw-clipped-projection camera from-point to-point))) 


(defmethod draw-clipped-projection ((camera strobe-camera) from-point to-point) 
(cond ((and (<= (first from-point) (focal-length camera)) | 
(<= (first to-point) (focal-length camera))) nil) 
((<= (first from-point) (focal-length camera)) 
(draw-line-in-camera-window camera 
(perspective-transform camera 
(from-clip camera from-point to-point)) 
(perspective-transform camera to-point))) 
((<= (first to-point) (focal-length camera)) 
(draw-line-in-camera-window camera 
(perspective-transform camera from-point) 
(perspective-transform camera 
(to-clip camera from-point to-point)))) 
(t (draw-line-in-camera-window camera 
(perspective-transform camera from-point) 
(perspective-transform camera to-point))))) 


(defmethod from-clip ((camera strobe-camera) from-point to-point) 
(let ((scale-factor (/ (- (focal-length camera) (first from-point)) 
(- (first to-point) (first from-point))))) 
(list (+ (first from-point) 
(* scale-factor (- (first to-point) (first from-point)))) 
(+ (second from-point) 
(* scale-factor (- (second to-point) (second from-point)))) 
(+ (third from-point) 
(* scale-factor (- (third to-point) (third from-point)))) 1))) 


(defmethod to-clip ((camera strobe-camera) from-point to-point) 
(from-clip camera to-point from-point)) 


(defmethod draw-line-in-camera-window ((camera strobe-camera) start end) 
(cw:draw-line (camera-window camera) 
(cw:make-position :x (first start) :y (second start)) 
(cw:make-position :x (first end) :y (second end)) 
‘>brush-width 0)) 
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(defmethod perspective-transform ((camera strobe-camera) point-in-camera-space) 
(let* ((enlargement-factor (enlargement-factor camera)) 

(focal-length (focal-length camera)) 

(x (first point-in-camera-space)) ;x axis 1s along optical axis 

(y (second point-in-camera-space)) sy is out right side of camera 

(z (third point-in-camera-space))) ;z 1s out bottom of camera 

(list (+ (round (* enlargement-factor (/ (* focal-length y) x))) 

150 sto right in camera window 
a 150 (round (* enlargement-factor (/ (* focal-length (- z)) x)) 
))))) ;up in camera window 


(defun kill 
(cw:kill-common-windows)) 


(defun reset-windows ();;** 
(kill) 
(cw: initialize-common-windows)) 


(defun print-intro 
(format t “ 


26 ee 2k he hc he 2h 24 te He fe he ake he fe fe fe afc afc fe afc ak fe fe fc afc afc 2 fe fc 2h 2c 24 24 ft he fc 2c ake fe fe 24 2h 2h 2h afc 2h ake ole ofc 2fe afc ie ote ote he ac of 2c ie ie oe oe oe 
--In order to move aquarobot, use the following key/mouse 


combinations: 
Translation Rotation 
left-click = +x = CNTRL+left-click 
middle-click = +y = CNTRL+middle-click 
right-click = +z = CNTRL+right-click 
SHFT+left-click = ~X 
SHFT+middle-click= -y 
SHFT+right-click = -z 


Alternatively, movement may be specified as: 
(change-posture-incremental aqua increment-list) 


The only allowable first move is in the -z direction. All 
other movements will result in an error message. 


--To specity kinematic and stability safety margins, enter 
enter the following: 


(specify-safety-margins aqua k s) 
k is in degrees and s is in cm. The default values are 0. 


EEEEECLE LEELA ERERE SEED ET EL ELERS EASES TCS EARLE SCE Cees Se) 


(defmethod draw-node ((camera strobe-camera) location) ;;** 
(cw:draw-citcle-xy (camera-window camera) (first location) 
(second location) 5)) 
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(defmethod draw-filled-node ((camera strobe-camera) location);;** 
(cw:draw-filled-circle-xy (camera-window camera) (first location) 
(second location) 5)) 


(defmethod draw-filled-node2 ((camera strobe-camera) location);;** 
(cw:draw-filled-circle-xy (camera-window camera) (first location) 
(second location) 2)) 


(defmethod take-picture-supporting-tripod ((camera strobe-camera) tripod);;** 
(setf f1 (world-to-body camera (first tripod))) 
(setf f2 (world-to-body camera (second tripod))) 
(setf £3 (world-to-body camera (third tripod))) 
(draw-filled-node camera (perspective-transform camera f1)) 
(draw-filled-node camera (perspective-transform camera f2)) 
(draw-filled-node camera (perspective-transform camera f3))) 


(defmethod take-picture-nonsupporting-tripod ((camera strobe-camera) tripod);;** 
(setf f1 (world-to-body camera (first tripod))) 
(setf £2 (world-to-body camera (second tripod))) 
(setf £3 (world-to-body camera (third tripod))) 
(draw-node camera (perspective-transform camera f1)) 
(draw-node camera (perspective-transform camera f2)) 
(draw-node camera (perspective-transform camera f3))) 


(defmethod take-picture-tripods ((camera strobe-camera) st nt);;** 
(take-picture-supporting-tripod camera st) 
(take-picture-nonsupporting-tripod camera nt)) 


(defmethod take-picture-center ((camera strobe-camera) center);;** 
(draw-filled-node2 camera (perspective-transform camera 
(world-to-body camera center)))) 
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C. MISC.CL 


0 Re oie he fe fe ke fe fe 2h fe of fe fe fe 2h ake ke 2c fe ofc 2h fe fe fe 2h fe fe ake 2h oe fe oe 2h fe 2h fe 2c 2h 2k ake he oc oie oe he he 2h ae 2h 2c Fe ae Fe 2 2 ok 


‘Misc.cl contains miscellaneous functions associated with the 
simulation of the Aquarobot kinematic model. 
‘This code is a modification of code implemented in Ref. 9]. 


-  AJl modifications are annotated with **. 
ICI GIGI GIG ICIGI GI SIS III SIOI IOI II I aR IOI aR ak ak ok ak ke ake ake sles ak ke ake ake ake ae oka fe ake feos ak 
3 


. 
+ 


(defun sqr (x) (* x x)) 


(defconstant rad-to-deg-multiplier (/ 180 pi)) 
(defun rad-to-deg (rad) (* rad rad-to-deg-multiplier)) 


(defconstant deg-to-rad-multiplier (/ pi 180)) 
(defun deg-to-rad (deg) (* deg deg-to-rad-multiplier)) 


‘Returns first n elements of list. 
(defun ncar (n list) 
(cond ((zerop n) nil) 
(t (cons (car list) (ncar (1- n) (cdr list)))))) 


(defun calc-distance (n x);;** 
(setf distance (dot-product n x)) 
(cond ((>= distance 0) 
(dot-product n x)) 
(t (dot-product (list (- (first n)) (- (second n)) 0) x)))) 


(defun calc-distance2 (n x);;** 
(dot-product n x)) | 


(defun calc-delta-xy (x1 x2);;** 
(vector-subtract x1 x2)) 


(defun calc-normal (x1 x2);;** 

(setf delta-xy (calc-delta-xy x1 x2)) 

(cond (Zerop (first delta-xy)) 

list 1 0 0)) 
(t (cond ((zerop tia delta-xy)) 
(list 0 1 0 
(t (list (calc-xnormal delta-xy) 
(calc-ynormal delta-xy) 


0))))) 


(defun calc-xnormal (delta-xy);;** 
(/ ( (- (second delta-xy)) (first delta-xy)) 
(sqrt (+ 1 (sqr (/ (second delta-xy) (first delta-xy))))))) 


(defun calc-ynormal (delta-xy);;** 
(/ 1 (sqrt (+ 1 (sqr (/ (second delta-xy) (first delta-xy))))))) 
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D. LINK.CL 





0 He oe 2 ie 2k 2h fe he ae 2 2s 2 oie ae 2c 2 ae oie 2h 2s 2 oe 2h 2k fe oi 2 oie 2k ok 2 oe 2h 2 a he 2 ie oR ek ae ae 2 he 6 OK EK 
? 


;Link.cl contains the code necessary to define a link, rotary link, and 
; Sliding link associated with the Aquarobot kinematic model. 
‘This code was written by Prof. McGhee. 


o 2c 2c 2h fe 2h fe 2h 2h fe he oye fe af fc fe 2fe fe af 2 afc ake fe fe fe afc aft fe afc 2h fe afc afc fe af of fe fe fe fe fe of afc ofc of oft 2k 2s 2s 2 ie oe fe ok oe oe 2 
’ 


(defclass link (rigid-body) 
((motion-limit-flag 
‘initform nil 
accessor motion-limit-flag) 
(twist-angle 
‘initarg :twist-angle 
:accessor twist-angle) 
(link-length 
‘initarg :link-length 
:accessor link-length) 
(inboard-joint-angle 
‘initarg :inboard-joint-angle 
:accessor inboard-joint-angle) 
(inboard-joint-displacement 
‘initarg :inboard-joint-displacement 
:accessor inboard-joint-displacement) 
(inboard-link 
‘initarg :inboard-link 
‘accessor inboard-link) 
(A-matrix 
‘accessor A-matrix))) 


(defclass rotary-link (link) 
((min-joint-angle 
‘initarg :min-joint-angle 
‘accessor min-joint-angle) 
(max-joint-angle 
‘initarg :max-joint-angle 
accessor max-joint-angle))) 


(defclass sliding-link (link) 
((min-joint-displacement 
‘initarg :min-joint-displacement 
‘accessor min-joint-displacement) 
(max-joint-displacement 
‘initarg :max-joint-displacement 
“accessor max-joint-displacement))) 


42 








E. RIGID-BODY.CL 


0 fe 3c fe fe 2h he ae 2c 2h fe fe ae 2h 2h ie 2c 2h fe 2c 24 a 2h te afc 2h 2h ie ye fc 2h fe fe 2k fe afc ofc fe afc 2c af fe 2h 2k afc 2h ale he fe ake oie ofc oc ofc akc 2c ofe 
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;Rigid-body.cl defines the class rigid-body associated with the 
;  Aquarobot kinematic model. 
‘This code was written by Prof. McGhee and modified by [Ref. 9]. 


- All modifications are annotated with **, 
0 He 3K 2fe af afc afc af afc afc aie ake akc ote sic aie ofc ofc aft afk afc oe ae she afc of 2c oc ofc 2k oft 2k ake ole ofc oft 2c atic fe aie ofc oe oie aie 2c ie ke of afc ofe afc ahs ote ofc ofc ie ie 
5 


(defclass rigid-body 


(location The three-vector (x y z) in world coordinates. 
sinitarg :location 
accessor location) 
(velocity ;The six-vector (u v w p qr) in body coordinates. 
sinitform ‘(0 0 0 0 0 Q);** 
‘initarg :velocity 
:accessor velocity) 
(velocity-growth-rate ;The vector (u-dot v-dot w-dot p-dot q-dot r-dot). 
‘accessor velocity-growth-rate) 
(forces-and-torques ;The vector (Fx Fy Fz L MN) in body coordinates. 
‘initform ‘(0 0000 0) 
:accessor forces-and-torques) 
(moments-of-inertia ;The vector (Ix ly Iz) in principal axis coordinates. 
‘initform “(1 1 1) 
‘initarg :moments-of-inertia 
saccessor moments-of-inertia) 
(mass 
‘initform 1 
‘initarg :mass 
‘accessor mass) 
(node-list (x y z 1) in body coord for each node. Starts with (0 0 0 1). 
‘initform ‘((000 1) (4001) 200 1) (-400 1) (-5 0-2 1) 
(-6 -1.5 -2 1) (-6 1.5 -2 1) (-2 6 -2 1) (-2 -6 -2 1)) 
‘initarg :node-list 
‘accessor eee 
(polygon-li 
ee a “ 2345) (4 6) (72 8) 
‘initarg :polygon-list 
accessor polygon-list) 
(transformed-node-list ;(x y z 1) in earth coord for each node in node-list. 
saccessor transformed-node-list) 
(H-matrix 
sinitform (unit-matrix 4) 
saccessor H-matrix) 
(current-time 
-accessor Current-time))) 


(defmethod move-object ((body rigid-body) azimuth elevation roll x y z) 
(setf (H-matrix body) 
(homogeneous-transform azimuth elevation roll x y z)) 
(transform-node-list body) 
(update-position body)) 
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(defmethod move-incremental ((body rigid-body) increment-list) 
(setf (H-matrix body) 
(matrix-multiply (H-matrix body) 
(homogeneous-transform 

(first increment-list)  ;body z rotation 
(second increment-list) ;body y rotation 
(third increment-list) ;body x rotation 
(fourth increment-list) ;body x translation 
(fifth increment-list)  ;body y translation 
(sixth increment-list)))) ;body z translation 

(transform-node-list body) 

(update-position body)) 


(defmethod get-delta-t ((body rigid-body)) 
(let* ((new-time (get-internal-real-tume 
(delta-t (/ (- new-time (current-time body)) 1000))) 
(setf (current-time body) new-time) 
delta-t)) 


(defmethod start-timer ((body rigid-body)) 
(setf (current-time body) (get-internal-real-time))) 


(defmethod update-rigid-body ((body rigid-body)) _;Euler integration. 
(let ((delta-t (get-delta-t body))) 
(update-posture body delta-t) 
(update-velocity body delta-t) 
(update-velocity-growth-rate body))) 


(defmethod update-velocity-growth-rate ((body rigid-body)) 
(setf (velocity-growth-rate body) ;Assumes principal axis coordinates with 


(multiple-value-bind sorigin at center of gravity of body. 
(Fx Fy Fz LMN uvwpgqr Ix ly Iz) ;Declares local variables. 
(values-list Values assigned. 

(append 


(forces-and-torques body) (velocity body) (moments-of-inertia body))) 
(list (+ (* vr) (* -1 w q) (/ Fx (mass body)) 
(* *gravity* (first (third (H-matrix body))))) 
(+ (* w p) (* -1 ur) (/ Fy (mass body 
(* *gravity* (second (third (H-matrix body))))) 
(+ (* uq) (* -1 v p) ( Fz (mass body)) 
(* *gravity* (third (third (H-matrix body))))) 
(/ (+ (* (- ly Iz) qx) L) Ix) 
(/ (+ (* (- Iz Ix) r p) M) Iy) 
(/ (+ (* (- Ix Iy) pq) N) Iz))))) ; Value returned. 


(defmethod update-velocity ((body rigid-body) delta-t) 
(setf (velocity body) 
(vector-add (velocity body) 
(scalar-multiply delta-t (velocity-growth-rate body))))) 

















(defmethod update-posture ((body rigid-body) delta-t) ;Euler integration. 
(move-incremental body 

(list (* delta-t (sixth (velocity body))) 
(* delta-t (fifth (velocity body))) 
(* delta-t (fourth (velocity body))) 
(* delta-t (first (velocity body))) 
(* delta-t (second (velocity body))) 
(* delta-t (third (velocity body)))))) 


(defmethod transform-node-list ((body rigid-body)) 
(setf (transformed-node-list body) 
(mapcar #’ (lambda (node-location) 
(post-multiply (H-matrix body) node-location)) 
(node-list body)))) 


(defmethod update-position ((body nigid-body)) 
(setf (location body) (firstn 3 (first (transformed-node-list body))))) 


(defconstant * gravity* 32.2185) 


(defmethod world-to-body ((body rigid-body) xyz-pos);;** 
(ncar 3 (post-multiply (inverse-H (H-matrix body)) 
(append xyz-pos *(1))))) 


(defmethod body-to-world ((body rigid-body) xyz-pos);:** 
(ncar 3 (post-multiply (H-matrix body) (append xyz-pos ‘(1))))) 
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F, ROBOT-KINEMATICS.CL 


0 He ie 2 fe 2 fe He He 2H ae 2c 2c a fe 2k oie 2k a fe he ke fe 2 fe fe 2 ie 246 eof 2h 2k 2 2k 2c ik 2 2k ok fe 2k i 2 2k 26 2 ok 2k 2 2k 2 ok oe ae 
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sRobot-kinematics.cl defines the transformation and mathmatical 
; functions associated with the Aquarobot kinematic model. 
;This code was written by Prof. McGhee. 


0 ee he fe fe ie it he 24 is fe he fe ae he he ofe ofc ote fe fe fe fe fe ae ae he oft ie fe he he fe he ke Ae ak oie fe ke ae fe he he he he ee te ee 2k ek ee 
’ 


(defun transpose (matrix) ;A matrix is a list of row vectors. 
(cond ((null (cdr matrix)) (mapcar ‘list (car matrix))) 
(t (mapcar ‘cons (car matrix) (transpose (cdr matrix)))))) 


(defun dot-product (vector-1 vector-2) ;A vector is a list of numerical atoms. 
(apply ‘+ (mapcar ** vector-1 vector-2))) 


(defun vector-magnitude (vector) (sqrt (dot-product vector vector))) 


(defun post-multiply (matrix vector) 
(cond ((null (rest matrix)) (list (dot-product (first matrix) vector))) 
(t (cons (dot-product (first matrix) vector) 
(post-multiply (rest matrix) vector))))) 


(defun pre-multiply (vector matrix) 
(post-multiply (transpose matrix) vector)) 


(defun matrix-multiply (AB)  ;AandB are conformable matrices. 
(cond ((null (cdr A)) (list (pre-multiply (car A) B))) 
(t (cons (pre-multiply (car A) B) (matrix-multiply (cdr A) B))))) 


(defun chain-multiply (L) ‘L is a list of names of conformable matrices. 
(cond ((null (cddr L)) (matrix-multiply (eval (car L)) (eval (cadr L)))) 
(t (matrix-multiply (eval (car L)) (chain-multiply (cdr L)))))) 
(defun cycle-left (matrix) (mapcar ‘row-cycle-left matrix)) 


(defun row-cycle-left (row) (append (cdr row) (list (car row)))) 
(defun cycle-up (matrix) (append (cdr matrix) (list (car matrix)))) 


(defun unit-vector (one-column length) ‘Column count starts at 1. 
(do ((n length (1- n)) 
(vector nil (cons (cond ((= one-column n) 1) (t 0)) vector))) 
((zerop n) vector))) 


(defun unit-matrix (size) 
(do ((row-number size (1- row-number)) 
(I nil (cons (unit-vector row-number size) [))) 
((zerop row-number) I))) 
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(defun concat-matrix (AB) ;A and B are matrices with equal number of rows. 
(cond ((null A) B) 
(t (cons (append (car A) (car B)) (concat-matrix (cdr A) (cdr B)))))) 





(defun augment (matrix) 
(concat-matrix matrix (unit-matrix (length matrix)))) 


(defun normalize-row (row) (scalar-multiply (/ 1.0 (car row)) row)) 


(defun scalar-multiply (scalar vector) 
(cond ((null vector) nil) 
(t (cons (* scalar (car vector)) 
(scalar-multiply scalar (cdr vector)))))) 


(defun solve-first-column (matrix) "Reduces first column to (1 0... 0). 
(do* ((remaining-row-list matrix (rest remaining-row-list)) 
(first-row (normalize-row (first matrix))) 
(answer (list first-row) 
(cons (vector-add (first remaining-row-list) 
(scalar-multiply (- (caar remaining-row-list)) 
first-row)) 
answer))) 
((null (rest remaining-row-list)) (reverse answer)))) 


(defun vector-add (vector-1 vector-2) (mapcar ‘+ vector-1 vector-2)) 
(defun vector-subtract (vector-1 vector-2) (mapcar ‘- vector-1 vector-2)) 


(defun first-square (matrix) ;Returns leftmost square matrix from argument. 
(do ((size (length matrix)) 
(remainder matrix (rest remainder)) 
(answer nil (cons (firstn size (first remainder)) answer))) 
((null remainder) (reverse answer)))) 
(defun firstn (n list) 
(cond ((zerop n) nil) 
(t (cons (first list) (firstn (1- n) (rest list)))))) 


(defun max-car-firstn (n list) 
(append (max-car-first (firstn n list)) (nthcdr n list))) 


(defun matrix-inverse (M) 
(do ((M1 (max-car-first (augment M)) 
(cond ((null M1) nil) 
(t (max-car-firstn n (cycle-left (cycle-up M1)))))) 
(n (1- (length M)) (1- n))) | 
((or (minusp n) (null M1)) (cond ((null M1) nil) (t (first-square M1)))) 
(setq M1 (cond ((zerop (caar M1)) nil) (t (solve-first-column M1)))))) 
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(defun max-car-first (L) ;L is a list of lists. This function finds list with 
(cond ((null (cdr L)) L) ;largest car and moves it to head of list of lists. 
(t (if (> (abs (caar L)) (abs (caar (max-car-first (cdr L))))) L 
(append (max-car-first (cdr L)) (list (car L))))))) 


(defun dh-matrix (cosrotate sinrotate costwist sintwist length translate) 
(list (list cosrotate (- (* costwist sinrotate)) | 
(* sintwist sinrotate) (* length cosrotate)) 
(list sinrotate (* costwist cosrotate) 
(- (* sintwist cosrotate)) (* length sinrotate)) 
(list 0. sintwist costwist translate) (list 0. 0. 0. 1.))) 


(defun homogeneous-transform (azimuth elevation roll x y z) 
(rotation-and-translation (sin azimuth) (cos azimuth) (sin elevation) 
(cos elevation) (sin roll) (cos roll) x y z)) 


(defun rotation-and-translation (spsi cpsi sth cth sphi cphi x y z) 
(list (list (* cpsi cth) (- (* cpsi sth sphi) (* spsi cphi)) 
(+ (* cpsi sth cphi) (* spsi sphi)) x) 
(list (* spsi cth) (+ (* cpsi cphi) (* spsi sth sphi)) 
(- (* spsi sth cphi) (* cpsi sphi)) y) 
(list (- sth) (* cth sphi) (* cth cphi) z) 
(list 0. 0. 0. 1.))) 


(defun inverse-H (H) ;H is a 4x4 homogeneous transformation matrix. 


(let* ((minus-P (List (- (fourth (first H))) 
(- (fourth (second H))) 
(- (fourth (third H))))) 
(inverse-R (transpose (first-square (reverse (rest (reverse H)))))) 
(inverse-P (post-multiply inverse-R minus-P))) 
(append (concat-matrix inverse-R (transpose (list inverse-P))) 
(list (list 0 0 0 1))))) 


(setf x ‘(1 2) G 4))) 
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G. AQUA.CL 


0 IC is 6 2c He fe fe ae 2c 2h fe fe he ate he i 2 2c 24 2k 2h ec 3 2h 2h 2k he ae ie fe i 2 fe 2 2c 2h 2 hee oie oie 2 oie oe 2s Ae 2k ae ie ake oie fe kc ke coke 


‘Aqua.cl defines the class aquarobot associated with the 
;  Aquarobot kinematic model. 
;This code was written by Prof. McGhee and modified by the author. 


: All modifications are annotated with **. 
SEES LEME E EAT TE EEG Te ee ee ee eee ee ER SAE TEES 


(defclass aquarobot-body (rigid-body) 
((node-list 
sinitform °((0 00 1) (37.5 0 0 1) (18.75 32.48 0 1) 
(-18.75 32.48 0 1) (-37.5 0 0 1) (-18.75 -32.48 0 1) 
(18.75 -32.48 0 1) (37.5 0 -15 1))) 
(polygon-list 
‘initform ‘((1 2 3 4 5 6) (1 7))) 
(H-matrix 
‘initform (homogeneous-transform 0 0 0 0 0 z-init)))) 


(defclass aquarobot Q) 
(body , 
‘initform (make-instance ‘aquarobot-body) 
accessor body) 
(legi 
:initform (make-instance ‘aqua-leg :leg-attachment-angle (deg-to-rad 0)) 
:accessor leg1) 
(leg2 
‘initform (make-instance ‘aqua-leg :leg-attachment-angle (deg-to-rad 60)) 
:accessor leg2) 
(leg3 
sinitform (make-instance ‘aqua-leg :leg-attachment-angle (deg-to-rad 120)) 
:accessor leg3) 
(leg4 
‘initform (make-instance ‘aqua-leg :leg-attachment-angle (deg-to-rad 180)) 
saccessor leg4) 
(leg5 
sinitform (make-instance ‘aqua-leg :leg-attachment-angle (deg-to-rad 240)) 
accessor leg5) 
(leg6 
‘initform (make-instance ‘aqua-leg :leg-attachment-angle (deg-to-rad 300)) 
saccessor leg6) 
(kinematic-safety-margin;;** 
sinitform 0 
-accessor kinematic-safety-margin) 
(instability-flag;;** 
sinitform nil 
saccessor instability-flag) 
(stability-safety-margin;;** 
‘initform 0 
:accessor stability-safety-margin) 
(begin-step;;** 
sinitform t 
accessor begin-step) 
(end-step;;** 
‘initform nil 
accessor end-step) 
(supporting-tripod;;** 
sinitform 1 
‘accessor supporting-tripod))) 
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(defmethod initialize ((aqua aquarobot)) 
(setf k (kinematic-safety-margin aqua)) 
(transform-node-list (body aqua)) 
(initialize-leg (leg1 aqua) (body aqua) k) 
(initialize-leg (leg2 aqua) (body aqua) k) 
(initialize-leg (leg3 aqua) (body aqua) k) 
(initialize-leg (leg4 aqua) (body aqua) k) 
(initialize-leg (leg5 aqua) (body aqua) k) 
(initialize-leg (leg6 aqua) (body aqua) k)) 


(defmethod re-initialize-all ((aqua aquarobot));** 
(setf k (kinematic-safety-margin aqua)) 
(re-initialize-leg (leg1 aqua) (body aqua) k) 
(re-initialize-leg (leg2 aqua) (body aqua) k) 
(re-initialize-leg (leg3 aqua) (body aqua) k) 
(re-initialize-leg (leg4 aqua) (body aqua) k) 
(re-initialize-leg (leg5 aqua) (body aqua) k) 
(re-initialize-leg (leg6 aqua) (body aqua) k)) 


(defmethod re-initialize1 ((aqua aquarobot));** 
(setf k (kinematic-safety-margin aqua)) 
(re-initialize-leg (leg1 aqua) (body aqua) k) 
(initialize-leg (leg2 aqua) (body aqua) k) 
(re-initialize-leg (leg3 aqua) (body aqua) k) 
(initialize-leg (leg4 aqua) (body aqua) k) 
(re-initialize-leg (leg5 aqua) (body aqua) k) 
(initialize-leg (leg6 aqua) (body aqua) k)) 


(defmethod re-initialize2 ((aqua aquarobot));** 
(setf k (kinematic-safety-margin aqua)) 
(initialize-leg (leg1 aqua) (body aqua) k) 
(re-initialize-leg (leg2 aqua) (body aqua) k) 
(initialize-leg (leg3 aqua) (body aqua) k) 
(re-initialize-leg (leg4 aqua) (body aqua) k) 
(initialize-leg (leg5 aqua) (body aqua) k) 
(re-initialize-leg (leg6 aqua) (body aqua) k)) 


(defun aqua-picture () 
(setf aqua-1 (make-instance ‘aquarobot)) 
(initialize aqua-1) 
(move-incremental aqua-1 null-move-list);** 
(create-camera-1) 
(take-picture camera-1 aqua-1) 
(print-intro));;** 
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(defmethod take-picture ((camera strobe-camera) (aqua aquarobot)) 
(take-picture camera (body aqua)) | 
(take-picture camera (leg1 aqua)) 

(take-picture camera (leg2 aqua)) 
(take-picture camera (leg3 aqua)) 
(take-picture camera (leg4 aqua)) 
(take-picture camera (leg5 aqua)) 
(take-picture camera (leg6 aqua)) 
(cond ((eql (supporting-tripod aqua) 1);;** 
(take-picture-tripods camera (tripod1-position aqua) ;;** 
(tripod2-position aqua)));;** 
(t (take-picture-tripods camera (tripod2-position aqua) ;;** 
(tripod1-position aqua))));;** 
(take-picture-center camera (location (body aqua))));;** 


(defmethod tripod1-position ((aqua aquarobot));;** 
(list (current-foot-position (leg1 aqua)) 
(current-foot-position (leg3 aqua)) 
(current-foot-position (leg5 aqua)))) 


(defmethod tripod2-position ((aqua aquarobot));;** 
(list (current-foot-position (leg2 aqua)) 
(current-foot-position (leg4 aqua)) 
(current-foot-position (leg6 aqua)))) 


(defun new-aqua-picture (azimuth elevation roll x y z) ;;**_ 
(move-object camera-1 azimuth elevation roll x y z) 
(erase-window camera-1) 

(new-picture)) 


(defun new-picture ();;** 
(erase-window camera-1) 
(take-picture camera-1 aqua-1)) 


(defconstant z-init -54.181866) 


(defmethod move-incremental ((aqua aquarobot) increment-list) 
(setf k (kinematic-safety-margin aqua)) 
(move-incremental (body aqua) (first increment-list)) 
(move-incremental-leg (leg1 aqua) (second increment-list) k) 
(move-incremental-leg (leg2 aqua) (third increment-list) k) 
(move-incremental-leg (leg3 aqua) (fourth increment-list) k) 
(move-incremental-leg (leg4 aqua) (fifth increment-list) k) 
(move-incremental-leg (leg5 aqua) (sixth increment-list) k) 
(move-incremental-leg (leg6 aqua) (seventh increment-list) k)) 


(defconstant null-move-list ‘((0 0 0.0 0 0) (00 0) (0 00) (000) 
(000) (000) (000))) 
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(defmethod feasible-movep ((aqua aquarobot) allowable-sinkage 
allowable-slippage) 

(and (feasible-movep (leg! aqua) allowable-sinkage allowable-slippage) 
(feasible-movep (leg2 aqua) allowable-sinkage allowable-slippage) 
(feasible-movep (leg3 aqua) allowable-sinkage allowable-slippage) 
(feasible-movep (ieg4 aqua) allowable-sinkage allowable-slippage) 
(feasible-movep (leg5 aqua) allowable-sinkage allowable-slippage) 
(feasible-movep (leg6 aqua) allowable-sinkage allowable-slippage))) 


(defmethod motion-complete ((aqua aquarobot));;** 
(and (motion-complete-flag (leg1 aqua)) 
(motion-complete-flag (leg2 aqua)) 
(motion-complete-flag (leg3 aqua)) 
(motion-complete-flag (leg4 aqua)) 
(motion-complete-flag (leg5 aqua)) 
(motion-complete-flag (leg6 aqua)))) 


(defmethod print-error-kmargin-joint ((aqua aquarobot));;** 
(cond ((eql (supporting-tripod aqua) 1) 
(cond ((not (motion-complete-flag (leg1 aqua))) 
(format t “Error: Joint limit reached in leg1: Joint~{ ~D~} ~%” 
(print-joint-limit-link (leg1 aqua))))) 
(cond ((not (motion-complete-flag (leg3 aqua))) 
(format t “Error: Joint limit reached in leg3: Joint~{ ~D~} ~%” 
(print-joint-limit-link (leg3 aqua))))) 
(cond ((not (motion-complete-flag (leg5 aqua))) 
(format t “Error: Joint limit reached in leg5: Joint~{ ~D~} ~%” 
(print-joint-limit-link (leg5 aqua)))))) 
(t (cond ((not (motion-complete-flag (leg2 aqua))) 
(format t “Error: Joint limit reached in leg2: Joint~{ ~D~} ~%” 
(print-joint-limit-link (leg2 aqua))))) 
(cond ((not (motion-complete-flag (leg4 aqua))) 
(format t “Error: Joint limit reached in leg4: Joint~{ ~D~} ~%” 
(print-joint-limit-link (leg4 aqua))))) 
(cond ((not (motion-complete-flag (leg6 aqua))) 
(format t “Error: Joint limit reached in leg6: Joint~{ ~D~} ~%” 
(print-joint-limit-link (leg6 aqua)))))))) 


(defmethod calc-kinematic-margin ((aqua aquarobot));;** 
(setf k (kinematic-safety-margin aqua)) 
(cond ((eql (supporting-tripod aqua) 1) 

(min (calc-kinematic-margin-leg (leg1 aqua) k) 
(calc-kinematic-margin-leg (leg3 aqua) k) 
(calc-kinematic-margin-leg (leg5 aqua) k))) 

(t (min (calc-kinematic-margin-leg (leg2 aqua) k) 

(calc-kinematic-margin-leg (leg4 aqua) k) 

(calc-kinematic-margin-leg (leg6 aqua) k))))) 


(defmethod print-kinematic-margin ((aqua aquarobot));;** 
(setf margin (calc-kinematic-margin aqua)) 
(cond ((motion-complete aqua) 
(format t “Kinematic margin = ~,4F degrees~%” margin)) 
(t (print-error-kmargin-joint aqua)))) 
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(defmethod change-posture-incremental2 ((aqua aquarobot) increment-list) ;;** 
(setf motion-flag (motion-complete aqua)) 
(cond ((eqi motion-fiag t) 
(move-incremental (body aqua) 
(list (first increment-list) 0 0 0 0 0)) 
(cond ((eql (supporting-tripod aqua) 1) 
(re-initialize1 aqua)) 
(t (re-initialize2 aqua))))) 
(cond ((eql motion-flag t) 
(move-incremental (body aqua) 
(list 0 (second increment-list) 0 0 0 0)) 
(cond ((eql (supporting-tripod aqua) 1) 
(re-initialize1 aqua)) 
(t (re-initialize2 aqua))))) 
(cond ((eq! motion-flag t) 
(move-incremental (body aqua) 
(list O O (third nent list) 0 0 0)) 
(cond ((eql (supporting-tripod aqua) 1) 
(re-initialize1 aqua)) 
(t (re-initialize2 aqua))))) 
(cond ((eql motion-flag t) 
(move-incremental (body aqua) 
(list 0 0 0 (fourth increment-list) 0 0)) 
(cond ((eql (supporting-tripod aqua) 1) 
(re-initializel aqua)) 
(t (re-initialize2 aqua))))) 
(cond ((eql motion-flag t) 
(move-incremental (body aqua) 
(list 0 0 0 0 (fifth increment-list) 0)) 
(cond ((eql (supporting-tripod aqua) 1) 
(re-initializel aqua)) 
(t (re-initialize2 aqua))))) 
(cond ((eql motion-flag t) 
(move-incremental (body aqua) 
(list 0 0 O 0 O (sixth increment-list))) 
(cond ((eql (supporting-tripod aqua) 1) 
(re-initialize1 aqua)) 
(t (re-initialize2 aqua)))))) 


(defmethod change-posture-incremental ((aqua aquarobot) increment-list);;** 
(change-posture-incremental2 aqua increment-list) 
(cond ((eq! (supporting-tripod aqua) 1) 
(setf normals (calc-tripod1-normals aqua)) 
(setf tripod-distances (calc-tripod1-distances aqua normals))) 
(t (setf normals (calc-tripod2-normals aqua)) 
(setf tripod-distances (calc-tripod2-distances aqua normals)))) 
(stability-margin aqua normals tripod-distances);;** 
(cond ((and (eql (motion-complete aqua) t) 
(eql (instability-flag aqua) nil)) 
(new-picture))) 
(print-kinematic-margin aqua) 
(print-stability-margin-segment aqua normals tripod-distances)) 
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(defmethod calc-tripodi-normals ((aqua aquarobot));;** 
(list (calc-normal (current-foot-position (leg1 aqua)) 
(current-foot-position (leg3 aqua))) 
(calc-normal (current-foot-position (leg3 aqua)) 
(current-foot-position (leg5 aqua))) 
(calc-normal (current-foot-position (leg1 aqua)) 
(current-foot-position (leg5 aqua))))) 


(defmethod calc-tripod2-normals ((aqua aquarobot));;** 
(list (calc-normal (current-foot-position (leg4 aqua)) 
(current-foot-position (leg2 aqua))) 
(calc-normal (current-foot-position (leg6 aqua)) 
(current-foot-position (leg2 aqua))) 
(calc-normal (current-foot-position (leg4 aqua)) 
(current-foot-position (leg6 aqua))))) 


(defmethod calc-tripod1-distances ((aqua aquarobot) normals);;** 
(list (calc-distance (first normals) 
(current-foot-position (leg1 aqua))) 
(calc-distance (second normals) 
(current-foot-position (leg3 aqua))) 
(calc-distance (third normals) 
(current-foot-position (leg5 aqua))))) 


(defmethod calc-tripod2-distances ((aqua aquarobot) normals);;** 
(list (calc-distance (first normals) 
(current-foot-position (leg2 aqua))) 
(calc-distance (second normals) 
(current-foot-position (leg6 aqua))) 
(calc-distance (third normals) 
(current-foot-position (leg4 aqua))))) 


(defmethod calc-body-distances ((aqua aquarobot) normals);;** 
(list (calc-distance2 (first normals) 
(location (body aqua))) 
(calc-distance2 (second normals) 
(location (body aqua))) 
(calc-distance2 (third normals) 
(location (body aqua))))) 





(defmethod calc-stability-margin ((aqua aquarobot) normals tripod-distances);** 


(setf body-distances (calc-body-distances aqua normals)) 
(min (- (first tripod-distances) (first body-distances)) 
(- (second tripod-distances) (second body-distances)) 
(+ (third tripod-distances) (third body-distances)))) 
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(defmethod list-stability-margins1 ((aqua aquarobot));;** 
(setf normals (calc-tripod1-normals aqua)) 
(setf body-distances (calc-body-distances aqua normals)) 
(setf plane-distances (calc-tripod1-distances aqua normals)) 
(list (- (- (first plane-distances) (first body-distances)) 
(stability-safety-margin aqua)) 
(- (- (second plane-distances) (second body-distances)) 
(stability-safety-margin aqua)) 
(- (+ (third plane-distances) (third body-distances)) 
(stability-safety-margin aqua)))) 


(defmethod list-stability-margins2 ((aqua aquarobot));;** 
(setf normals (calc-tripod2-normals aqua)) 
(setf body-distances (calc-body-distances aqua normals)) 
(setf plane-distances (calc-tripod2-distances aqua normals)) 
(list (- (- (first plane-distances) (first body-distances)) 
(stability-safety-margin aqua)) _ 
(- (- (second plane-distances) (second body-distances)) 
(stability-safety-margin aqua)) 
(- (+ (third plane-distances) (third body-distances)) 
(stability-safety-margin aqua)))) 


(defmethod stability-margin ((aqua aquarobot) normals tripod-distances);;** 
(setf margin (calc-stability-margin aqua normals tripod-distances)) 
(cond ((< margin (stability-safety-margin aqua)) 
(setf (instability-flag aqua) t)))) 


(defmethod print-stability-margin-value ((aqua aquarobot) normals 
tripod-distances);;** 
(setf margin (calc-stability-margin aqua normals tripod-distances)) 
(setf adj-margin (- margin (stability-safety-margin aqua))) 
(cond ((instability-flag aqua) 
(format t “Error: Stability margin reached = ~,4F cm~%” adj-margin)) 
(t (format t “Stability margin = ~,4F cm~%” adj-margin)))) 


(defmethod print-stability-margin-segment ((aqua aquarobot) normals 
tripod-distances);;** 
(setf margin (calc-stability-margin aqua normals tripod-distances)) 
(setf adj-margin (- margin (stability-safety-margin aqua))) 
(cond ((instability-flag aqua) 
(format t “Error: Stability margin reached: Tripod segment~{ ~D~}~%” 
(cond ((eql (supporting-tripod aqua) 1) 
(side-of-instability 1 aqua)) 
(t (side-of-instability2 aqua))))) 
(t (format t “Stability margin = ~,4F cm~%” adj-margin)))) 
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(defmethod side-of-instability1 ((aqua aquarobot));;** 
(setf margins (list-stability-margins1 aqua)) 
(cond ((and (< (first margins) 0) 

(> (third margins) 0)) 
(list 13)) 
((< (second margins) 0) 
(list 35)) 
((and (< (third margins) 0) 
(> (first margins) 0)) 
(list 15)) 
((and (< (first margins) Q) 
(< (third margins) 0)) 
(list 13 15)))) 


(defmethod side-of-instability2 ((aqua aquarobot));;** 
(setf margins (list-stability-margins2 aqua)) 
(cond ((and (< (first margins) 0) 

(> (third margins) 0)) 
(list 24)) 
((< (second margins) 0) 
(list 26)) 
((and (< (third margins) 0) 
(> (first margins) 0)) 
(list 46)) 
((and (< (first margins) 0) 
(< (third margins) 0)) 
(list 24 46)))) 


(defmethod specify-safety-margins ((aqua aquarobot) k s);;** 
(setf (kinematic-safety-margin aqua) k) 
(setf (stability-safety-margin aqua) s)) 
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H. AQUA-LEG.CL 


o fe he i hs 2c he he he 2c 2h 2h fe 2 2h 2h fe 2c 3c 2h a ae ae ake 2 2h 2s he 2c 2h 2h he 2h 2h 2h fe oe og ak is i 2 he 2h oe 2c oie 2c fe oe 246 2k Fe oc ot ok ae 
? 


;Aqua-leg.cl defines the class aqua-leg associated with the 
;  Aquarobot kinematic model. 
‘This code was written by Prof. McGhee and modified by the author. 


-  AlJl modifications are annotated with **. 
SA EAALE ERLE EEE EEE ELS CELL EE TEENS REESE EEE ESE 


(defclass aqua-leg () 
((leg-attachment-angle 
‘initarg :leg-attachment-angle 
:accessor leg-attachment-angle) 
(linkO 
‘initform (make-instance ‘link0) 
accessor linkQ) 
(link1 
‘initform (make-instance ‘link1) 
saccessor link1) 
link2 


‘initform (make-instance ‘link2) 
saccessor link2) 
link3 


‘initform (make-instance ‘link3) 

saccessor link3) 
(motion-complete-flag 

‘initform nil 

accessor motion-complete-flag) 
(previous-foot-position 

‘initform nil 

‘accessor previous-foot-position) 
(current-foot-position 

sinitform nil 

‘accessor Current-foot-position))) 


(defmethod initialize-leg ((leg aqua-leg) (body aquarobot-body) k) 
(setf (inboard-link (linkO leg)) body 
(setf (inboard-link (link1 tee) dinkO leg)) 
(setf (inboard-link (link2 leg)) (link1 leg)) 
(setf (inboard-link (link3 leg)) (link2 leg)) 
(rotate-link (linkO leg) (leg-attachment-angle leg) k) 
(rotate-link (link1 leg) (inboard-joint-angle (link1 leg)) k) 
(rotate-link (link2 leg) (inboard-joint-angle (link2 leg)) k) 
(rotate-link (link3 leg) (inboard-joint-angle (link3 leg)) k) 
(setf (current-foot-position leg) 

(firstn 3 (first (transformed-node-list (link3 leg)))))) 
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(defmethod re-initialize-leg ((leg aqua-leg) (body aquarobot-body) k);;** 
(setf (inboard-link (linkO leg)) body) 
(setf (inboard-link (link1 leg)) (linkO leg)) 
(setf (inboard-link (link2 leg)) (link1 leg)) 
(setf (inboard-link (link3 leg)) (link2 ieg)) 
(rotate-link (linkO leg) (leg-attachment-angle leg) k) 
(setf new-jt-angles (aqua-inv-kin leg (current-foot-position leg))) 
(rotate-link (link1 leg) (first new-jt-angles) k) 
(rotate-link (link2 leg) (second new-jt-angles) k) 
(rotate-link (link3 leg) (third new-jt-angles) k) 
(setf (motion-complete-flag leg) (not (or (motion-limit-flag (link1 leg)) 
(motion-limit-flag (link2 leg)) (motion-limit-flag (link3 leg)))))) 


(defmethod print-joint-limit-link ((leg aqua-leg));;** 
(setf links (list (cond ((motion-limit-flag (link1 leg)) 
1 


) 
(cond ((motion-limit-flag (link2 leg)) 
Z 
(cond ((motion-limit-flag (link3 leg)) 
3 


(cond ((and (eql le links) 1) 
(eql (second links) nil) 
(eql (third links) nil)) 

(list 1)) 

((and (eql (first links) 1) 
(eql (second links) 2) 
(eql (third links) nil)) 

(list 1 2)) 

((and (eql (first links) 1) 
(eql (second links) 2) 
(eql (third links) 3)) 

(list 1 2 3)) 

((and (eq (first links) nil) 
(eql (second links) 2) 
(eql (third links) nil)) 

(list 2)) 

((and (eql (first links) nil) 
(eql (second links) 2) 
(eql (third links) 3)) 

(list 2 3)) 

((and (eql (first links) nil) 
(eql (second links) nil) 
(eql (third links) 3)) 

(list 3)) 

((and (eql (first links) 1) 
(eql (second links) nil) 
(eql (third links) 3)) 

(list 1 3)))) 


(defmethod calc-kinematic-margin-leg ((leg aqua-leg) k);;** 
(setf new-jt-angles (aqua-inv-kin leg (current-foot-position leg))) 
(min (calc-kinematic-margin-link (link1 leg) (first new-jt-angles) k) 
(calc-kinematic-margin-link (link2 leg) (second new-jt-angles) k) 
(calc-kinematic-margin-link (link3 leg) (third new-jt-angles) k))) 
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(defmethod calc-kinematic-margins-leg ((leg aqua-leg) k);;** 
(setf new-jt-angles (aqua-inv-kin leg (current-foot-position leg))) 
(list (calc-kinematic-margin-link (link1 leg) (first new-jt-angles) k) 
(calc-kinematic-margin-link (link2 leg) (second new-jt-angles) k) 
(calc-kinematic-margin-link (link3 leg) (third new-jt-angles) k))) 


(defmethod take-picture ((camera strobe-camera) (leg aqua-leg)) 
(take-picture camera (link1 leg)) 
(take-picture camera (link2 leg)) 
(take-picture camera (link3 leg))) 


(defmethod move-incremental-leg ((leg aqua-leg) increment-list k) 
(rotate-link (linkO leg) (leg-attachment-angle leg) K) 
(rotate-link (link1 leg) 
(+ (first increment-list) (inboard-joint-angle (linki leg))) k) 
(rotate-link (link2 leg) 
(+ one, aaa (inboard-joint-angle (link2 leg))) k) 
(rotate-link (link3 
(+ (third ani (inboard-joint-angle (link3 leg))) k) 
(setf (previous-foot-position leg) (current-foot-position leg)) 
(setf (current-foot-position leg) 
(firstn 3 (first (transformed-node-list (link3 leg))))) 
(setf (motion-complete-flag leg) (not (or (motion-limit-flag (link1 leg)) 
(motion-limit-flag (link2 leg)) (motion-limit-flag (link3 leg)))))) 


(defmethod feasible-movep ((leg aqua-leg) allowable-sinkage allowable-slippage) 
(and (<= (third (current-foot-position leg)) allowable-sinkage) 
(or (minusp (third (current-foot-position leg))) 
(minusp (third (previous-foot-position leg))) | 
(<= (vector-magnitude (vector-slippage leg)) allowable-slippage)))) 


(defmethod vector-slippage ((leg aqua-leg)) 
(vector-subtract (rest (reverse (previous-foot-position leg))) 
(rest (reverse (current-foot-position leg))))) 
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I. AQUA-LINK.CL 


0 He He he ie 2h ae fe fe fe os fe ake fe fe 2h af ake 2h ae He fe 2h Fc fe ofc 2h afc fe he a oft fe 2h fe 2 ie Fe fe Fe oie 2h oie 2s fc fe ole ae oie fe ae 24 2 2c eo 


-Aqua-link.cl defines the class aqua-link associated with the 
;  Aquarobot kinematic model. 
This code was written by Prof. McGhee and modified by the author. 


- All modifications are annotated with **, 
0 2 2k oe oie oft oie ic oie 2k ote ake ake 29 he he of oe kc otc ake 2h oi 3 de 2h 3k ake kk oye ie ofc ok oe ok fe 2c 2 2 oe kk ic 2k kk ofc of fe fe 2h of of oie 2c oe ik oie ok 
? 


(defclass linkO (rotary-link) 
((twist-angle :initform 0) 
(link-length :initform 37.5) 
(inboard-joint-angle :initform 0) 
(inboard-joint-displacement :initform 0) 
(min-joint-angle :initform (deg-to-rad -360)) 
(max-joint-angle :initform (deg-to-rad 360)) 
(node-list :initform ‘((0 0 0 1) (0 00 1) (-37.5 0 0 1))) 
(polygon-list :initform “((1 2))))) 


(defclass link1 (rotary-link) 
((twist-angle :initform (deg-to-rad -90)) 
(link-length :initform 20) 
(inboard-joint-angle :initform 0) 
(inboard-joint-displacement :initform 0) 
(min-joint-angle :initform (deg-to-rad -60)) 
(max-joint-angle :initform (deg-to-rad 60)) 
(node-list :initform ‘((0 0 0 1) (0 0 0 1) (-2000 1))) 
(polygon-list :initform “((1 2))))) 


(defclass link2 (rotary-link) 
((twist-angle :initform 0) 
(link-length :initform 50) 
(inboard-joint-angle :initform (deg-to-rad 66.4)) 
(inboard-joint-displacement :initform 0) 
(min-joint-angle :initform (deg-to-rad -106.6)) 
(max-joint-angle :initform (deg-to-rad 73.4)) 
(node-list :initform *((0 0 0 1) (0 00 1) (-5000 1))) 
(polygon-list :initform “((1 2))))) 


(defclass link3 (rotary-link) 
((twist-angle :initform 0) 
(link-length :initform 100) 
(inboard-joint-angle :initform (deg-to-rad -156.4)) 
(inboard-joint-displacement :initform 0) 
(min-joint-angle :initform (deg-to-rad -156.4)) 
(max-joint-angle :initform (deg-to-rad 23.6)) 
(node-list :initform ‘(0 001) (000 1) (-100 00 1))) 
(polygon-list :initform ‘((1 2))))) 


(defmethod update-A-matrix ((link link)) 
(with-slots (twist-angle link-length inboard-joint-angle 
inboard-joint-displacement A-matrix) link 
(setf A-matrix (dh-matrix (cos inboard-joint-angle) 
(sin inboard-joint-angle) (cos twist-angle) (sin twist-angle) 
link-length inboard-joint-displacement)))) 
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(defmethod rotate ((link rotary-link) angle) 
(setf (inboard-joint-angle link) angle) 
(update-A-matrix link) 
(setf (H-matrix link) (matrix-multiply (H-matrix (inboard-link link)) 
(A-matrix link))) 
(transform-node-list link)) 


(defmethod rotate-link ((link rotary-link) angle k) 
(cond ((> angle (- (max-joint-angle link) (deg-to-rad k))) 
(rotate link (max-joint-angle link)) 
(setf (motion-limit-flag link) t)) 

((< angle (+ (min-joint-angle link) (deg-to-rad k))) 

(rotate link (min-joint-angle link)) 
(setf (motion-limit-flag link) t)) 
(t (rotate link angle) (setf (motion-limit-flag link) nil)))) 


(defmethod calc-kinematic-margin-link ((link rotary-link) angle k);;** 
(- (min (rad-to-deg (- angle (min-joint-angle link))) 
(rad-to-deg (- (max-joint-angle link) angle))) 
k)) 
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J. AQUA-INV-KINEMATICS.CL 


w He oie 2fe afc fe ae fe afc afc 2c of ae ake ate a ofc 2c 2c fc afc 24 oe ake 2 fe ake fe ae 2h alk afc ake afi 2c ate ake ofc afc ac fe of 2he of fe ois ok ae fe fe ake fe fe fee te 2k 


: Aqua-inv-kinematics.cl defines the inverse kinematics associated with the 
;  Aquarobot kinematic model. 
‘This code was written by [Ref. 9] and modified by the author. 


- All modifications are annotated with **. 
0 HE 2 fe oie he oh te oe oe ie se te ofc of ok fe oe ik ois 2 2s oft oc oi ok ke ke 2h ok fe fe ofc ofc oh oe of of ofc 2 2k 2 eK oe fe She hc oe ko oe it oe 
> 


(defconstant L2sqr (sqr 50.0)) 
(defconstant L3sqr (sqr 100.0)) 


; assumptions: dh coord system for linkO of respective leg: 
: origin at joint, 
: X-axis directed away from center of body, 
: Z-AXiS aligned with body z-axis; 
foot-position = ‘(x y Z). 
(defun thetal (foot-position) 
(atan (cadr foot-position)(car foot-position)));;** 


; assumptions: dh coord system for link1 of respective leg: 
; origin at joint2, 
: x-axis directed away from joint1, 
: z-axis aligned with body z-axis 
: foot-position = ‘(x y z); 
: hyp = distance from joint2 to foot. 
(defun theta2 (foot-position hyp hyp-sqr leg) 
(cond ea (< ieee 150 0); if hyp is shorter than the length of the leg;** 
> hyp 50 
(- (acos (/ (+ denn hyp-sqr (- L3sqr)) (* 2 50.0 hyp))) 
(if (< (car foot-position) 0) 
(- pi (asin (/ (caddr foot-position) hyp))) 
(asin (/ (caddr foot-position) hyp))))) 
(t (cond ((>= hyp 150.0);;* 
(- (min-joint-angle (link2 leg)) 0.01745));;** 
(t (+ (max-joint-angle (link2 leg)) 0. 01745)))))):** 


; assumptions: same as for theta2. 
(defun theta3 (foot-position hyp-sqr hyp leg) 
(cond ((and (< hyp 150.0);;** 
(> hyp 50.0));;** 
(- (acos 47 (+ L2sqr L3sqr < hyp-sqr)) (* 2 50.0 100.0))) pi)) 
(t (cond ((>= hyp 150.0) ;;* 
(+ (max-joint-angle (link3 leg)) 0.01745));;** 
(t (- (min-joint-angle (link3 leg)) 0. 01745))))))::** 


; returns foot position with respect to joint 1 in linkO coord. 
(defmethod foot-jointlinkOcoord ((leg aqua-leg) foot-pos) 
(world-to-body (link0 leg) foot-pos));** 
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; returns foot position with respect to joint 2 in link1 coord. 
; given foot-jointl/linkOcoord. 
(defun foot-joint2/link1coord (foot-pos) 
(list (- (sqrt (+ (sqr (car foot-pos)) (sqr (cadr foot-pos)))) 20) 
0 (caddr foot-pos))) 


; returns list of joint angles required for given (world coord) foot position. 
(defmethod aqua-inv-kin ((leg aqua-leg) foot-position) 
(let* ((posO (foot-joint1/linkOcoord leg foot-position)) 
(pos1 (foot-joint2/link1 coord pos0)) 
(hyp-sar (+ (sqr (car pos1)) (sqr (caddr pos1)))) 
(hyp (sqrt hyp-sqr))) 
(list (thetal pos0) | 
(theta2 pos1 hyp hyp-sar leg) 
(theta3 pos1 hyp-sqr hyp leg)))) 
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APPENDIX B. SAMPLE SIMULATIONS 


This appendix constains sample simulations of kinematic and stability margins. 


A. JOINT SPACE MOTION MARGINS 


Allegro CL 4.1 [SPARC; R1] (2/9/94 14:30) 


;; Copyright Franz Inc., Berkeley, CA, USA 
;; Unpublished. All rights reserved under the copyright laws 
*; of the United States. 


;; Restricted Rights Legend 

:; Use, duplication, and disclosure by the Government are subject to 

;; restrictions of Restricted Rights for Commercial Software developed 
;; at private expense as specified in DOD FAR 52.227-7013 (c) (1) Gp. 
:; Optimization settings: safety 1, space 1, speed 1, debug 2 

;; For acomplete description of all compiler switches given the current 
*; optimization settings evaluate (explain-compiler-settings). 


user(1): (load “load-files.cl’”’) 
; Loading /users/work1/dunton/cs43 14/project/load-files.cl. 
t 


user(2): (load-aqua) 

; Loading /users/work1/dunton/cs43 14/project/strobe-camera.cl. 

; Loading /users/work1/dunton/cs4314/project/misc.cl. 

; Loading /users/work1/dunton/cs4314/project/link.cl. 

; Loading /users/work1/dunton/cs4314/project/rigid-body.cl. 

; Loading /users/work1/dunton/cs43 14/project/robot-kinematics.cl. 
; Loading /users/work1/dunton/cs43 14/project/aqua.cl. 

; Loading /users/work1/dunton/cs43 14/project/aqua-leg.cl. 

; Loading /users/work1/dunton/cs43 14/project/aqua-link.cl. 

; Loading /users/work1/dunton/cs43 14/project/aqua-inv-kinematics.cl. 
t 
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user(3): (aqua-picture) 


[= strobe-camera—image a t(}}! 
strobe-camera-image 





ofc oie fo 3c fe 2h ic ofc ois oe 2h te fe fe ae fe 2h ae fe fe fe he ate afc fe afe fe afe ake fe of afc af of af 2h afc 2fe 2 fe aie fe 2c fe 2 afc fe 2c fe ft af he 2 ac 2 ae 2 He ot 2k oe oe 2 ke 
--In order to move aquarobot, use the following key/mouse 


combinations: 
Translation Rotation 
left-click = +x = CNTRL+left-click 
middle-click = +y = CNTRL+middle-click 
right-click = +z = CNTRL+right-click 
SHFT+left-click = -x 
SHFT+middle-click = = -y 
SHFT+right-click = -z 


Alternatively, movement may be specified as: 
(change-posture-incremental aqua increment-list) 


The only allowable first move is in the -z direction. All 
other movements will result in an error message. 


--To specity kinematic and stability safety margins, enter 
enter the following: 


(specify-safety-margins aqua k s) 
k is in degrees and s is in cm. The default values are 0. 


ake fe afc Fe fe fe fe of fe 2h of 2h 2h 24 24 oe ae ae 2 2c 2c fe ote cafe ae ofc afc ofc ate fe ote af ake 2h of 2he 2k 2h oe ole he fe fe fc ae fe ae 2c oe ok 24 ois fe ots fee te Fe Fe 2 ie 2 oe 2 


nil 


user(4): In mouse-handler button: 48 
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Mouse Event: SHFT+Right-click: translate-z 
Joint Space Motion margin = 13.4606 degrees 
Stability margin = 38.7587 cm 


(e] strobe-camcra-image (iii 


Strohe - cainera-image 





In mouse-handler button: 64 

Mouse Event: Middle-click: translate+y 
Joint Space Motion margin = 10.8870 degrees 
Stability margin = 30.0985 cm 


[= strobe-camera—image e iC] 
strohe—camera—image 
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In mouse-handler button: 64 

Mouse Event: Middle-click: translate+y 
Joint Space Motion margin = 9.7047 degrees 
Stability margin = 21.4382 cm 


strobe-camera~image Pall 
strobe—camerit—image 





In mouse-handler button: 64 

Mouse Event: Middle-click: translate+y 
Joint Space Motion margin = 9.4663 degrees 
Stability margin = 12.7780 cm 


| aaj strobe—-cainera-image 2 {[] 
strabe-camcra-image 
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In mouse-handler button: 64 

Mouse Event: Middle-click: translate+y 
Error: Joint limit reached in leg3: Joint 1 
Stability margin = 4.1177 cm 


strobe-camera-image 





user(4): (exit) 

; killing “Default Window Stream Event Handler” 
; killing “X11 event dispatcher” 

; killing “Initial Lisp Listener” 

; Exiting Lisp 
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B. STABILITY MARGINS 


Allegro CL 4.1 [SPARC; R1J (2/9/94 14:30) 


-> Copyright Franz Inc., Berkeley, CA, USA 
-- Unpublished. All rights reserved under the copyright laws 
:; of the United States. 


-- Restricted Rights Legend 

-- Use, duplication, and disclosure by the Government are subject to 

-- restrictions of Restricted Rights for Commercial Software developed 
-- at private expense as specified in DOD FAR 52.227-7013 (c) (1) (ii). 
-- Optimization settings: safety 1, space 1, speed 1, debug 2 

-- For a complete description of all compiler switches given the current 


‘+ optimization settings evaluate (explain-compiler-settings). 


user(1): (load “load-files.cl”) 
- Loading /users/work1/dunton/cs43 14/project/load-files.cl. 
t 


user(2): (load-aqua) 

: Loading /users/work 1/dunton/cs4314/project/strobe-camera.cl. 

- Loading /users/work1/dunton/cs43 14/project/misc.cl. 

- Loading /users/work1/dunton/cs43 14/project/link.cl. 

- Loading /users/work1/dunton/cs43 14/project/rigid-body.cl. 

- Loading /users/work1/dunton/cs43 14/project/robot-kinematics.cl. 
- Loading /users/work1/dunton/cs43 14/project/aqua.cl. 

- Loading /users/work1/dunton/cs43 14/project/aqua-leg.cl. 

- Loading /users/work1/dunton/cs43 14/project/aqua-link.cl. 

- Loading /users/work1/dunton/cs43 14/project/aqua-inv-kinematics.cl. 
t 
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user(3): (aqua-picture) 





= strobe-camera-image 2 i[] 


Strobe-camera-image 





ie He fe he 2h he fe 2h oie 2h he he fe of fe 2k ae fe fe af fc afc afc afc afc fe ake aye ake ake fe af afc afc aft fe he oe fe fe 2 fe afc he fe fe hc fe 2h fe aft fe i oi fe afc 2k fe 3 2k 2k 2c 2 2 ke 
--In order to move aquarobot, use the following key/mouse 


combinations: 

Translation Rotation 

left-click = +x = CNTRL+left-click 
middle-click = +y = CNTRL+middle-click 
right-click = +z = CNTRL+night-click 
SHFT+left-click = -x 

SHFT+middle-click = _-y 

SHFT+right-click = -z 


Alternatively, movement may be specified as: 
(change-posture-incremental aqua increment-list) 


The only allowable first move is in the -z direction. All 
other movements will result in an error message. 


--To specity kinematic and stability safety margins, enter 
enter the following: 


(specify-safety-margins aqua k s) 
k is in degrees and s is in cm. The default values are 0. 


24e fe fe 2fe 2h oe fe ae afc ake he afc he he he ofc 2h 24 fe fe fe 3h ye 2c fe ae 2 ake fe afc ake ake he ake ake he 2h fe 2h ake he 2h ofc fe fe of ote afc ae fe 2k ae ae ok 2c Ae 2c ae oie He 2h ote fe 2c fe oe 


nil 
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user(4): In mouse-handler button: 48 

Mouse Event: SHFT+Right-click: translate-z 
Joint Space Motion margin = 13.4606 degrees 
Stability margin = 38.7587 cm 


=| strobe-caimera—image 





In mouse-handler button: 144 

Mouse Event: SHFT+Left-click: translate-x 
Joint Space Motion margin = 12.0850 degrees 
Stability margin = 28.7587 cm 


l=! strobe-camera-image 0 (fh 


strobe-camera-image 





T2 

















In mouse-handler button: 144 

Mouse Event: SHFT+Left-click: translate-x 
Joint Space Motion margin = 11.6553 degrees 
Stability margin = 18.7587 cm 


strohe-camera-imaye 





In mouse-handler button: 144 

Mouse Event: SHFT+Left-click: translate-x 
Joint Space Motion margin = 12.0835 degrees 
Stability margin = 8.7587 cm 





[= Strobe-camera-image ss 
strobe-—camera-image 


* iC] 
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In mouse-handler button: 144 

Mouse Event: SHFT+Left-click: translate-x 

Joint Space Motion margin = 0.0217 degrees 
Error: Stability margin reached: Tripod segment 35 


Strobe-camera-image 





user(4): (exit) 

: killing “Default Window Stream Event Handler” 
; killing “X11 event dispatcher” 

; killing “Initial Lisp Listener” 

; Exiting Lisp 
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